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6.5.5
1 3GPP Work Plan status

Percentage of completion: 55%?? depending on the contributions that will be agreed. (previously 30%)

Estimated completion date: SA#84 – Jun. 2019
Other information (WID update, Rapporteur change, etc): 
2 Technical Progress status 
Summary of progress: As input to the meeting there where 6 contributions. All contributions were treated.
The group discussed the tenancy concept in context of:

· Add managed data isolation concept
· Add use case for dedicated performance measurement data
· Add use case for 3GPP network represented as tenant in NFV MANO
· Add tenant types 

· Add potential solutions and recommendations
Outstanding issues: None.
3 Minutes

The RG session was held on 2019-02-27.
	Tdoc
	Title/Discussion/Conclusion
	Source

	S5-192155
	Add managed data isolation concept
Ericsson, for case that NSSI is shared by tenants, the comment is that not all parts in this NSSI are shared.
Answer: may reflect this.

TIM, not very sure the terminology of performance data isolation. Since the detail level of performance data may also apply the performance data exposed to tenants. Suggest have more accuracy wording.

Nokia, would like to ask the relationship to exposure governance.

Ericsson, it would be better to have a short definition of data isolation.
Conclusion: REVISE to S5-192407
	Huawei

	S5-192156
	Add UC for dedicated and for shared performance managed data
Nokia, “3GPP management system provide a tenant” is this is correct wording?
Ericsson, in first use case, may not need more standard effort if this use case is agreed. But, second use case will influence standard.

DT, the description of ‘3GPP management system provide access interface’ is rare. 

Ericsson, the use case shows that tenant can access 3GPP management system. If this will require some new standard requirements for 3GPP management system?

DT, replace service interface by standard interface. The detail of wording “tenant dedicated performance information” may be given.

Nokia, some clarifications is preferable on “tenant is authorized to access performance information as a single MnS consumer.”

TIM, The wording in this use case can be improved to reflect for example, “a MnS service is consumed by a dedicated tenant”.
Conclusion: REVISE to S5-192408
	Huawei

	S5-192157
	Add potential solutions and recommendations
Nokia, S-NSSAI cannot be used as tenant it. Management system should put tenant id on type B and maybe type A but not on type C, similar comments for KPIs enhancements. 
TIM, tenant id should be on type B NRM.

Conclusion: REVISE to S5-192412
	Huawei

	S5-192158
	Add UC for 3GPP network represented as tenant in NFV MANO
Nokia, why tenants in MANO are not on NS level, instead of network level for 3gpp, as agreed with ETSI? 
Ericsson, do not understand why need this use case and how it is related with 3gpp tenancy concept. 
Ericsson, ask for requirements on MANO for tenancy concept extension to match with 3gpp tenancy concept, it is too early to discuss this.
Conclusion: OPEN
	Huawei

	S5-192159
	Correct approved tenancy concept and definition
Nokia, Ericsson, DT and TIM, should remove "group of users" from definition. 
Ericsson, this should be used for exposure governance and asked the relation between number of tenant id vs. number of group of users vs. number of tenants. 
Nokia, MCC, the definition does not look like definition, it looks more like concept description.  There are rules for this.

Conclusion: REVISE to S5-192414
	Huawei

	S5-192177
	Add tenant types
Conclusion: REVISE to S5-192415
	Huawei


4 Action items

None.
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