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	Reason for change:
	In the MR-DC scenario, the Secondary Node Release procedure may be initiated either by the MN or by the SN and is used to initiate the release of the UE context at the SN.The performance of   Secondary Node Release procedure needs to be monitored.

	
	

	Summary of change:
	Added measurements related to the Secondary Node Release 

	
	

	Consequences if not approved:
	 The performance of Secondary Node Release procedure cannot be monitored.
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5.1.1.X	Secondary Node Release 
5.1.1.X.1 	Successful Secondary Node Releases
a)	This measurement provides the number of Successful Secondary Node Release for each release cause.
b)	CC
c)	On transmission by the MN of an UE Context Release message, after a SN Release Request message sent to SN or after receipt of an SN Release Required message by MN. 
d)	Each measurement is an integer value.
e)	The measurement name has the form MRDC.SNRelease.cause
where Cause identifies the release cause.
f)	NRCellCU
g)	Valid for packet switching
h)	5GS
	Next change


A.X Monitor of Secondary Node Release for Multi-Radio Dual Connectivity
In the Multi-Radio Dual Connectivity scenario, the Secondary Node Release procedure may be initiated either by the MN or by the SN and is used to initiate the release of the UE context at the SN. An abnormal release of the E-RAB will cause the call (/session) drop, which directly impacts the QoS delivered by the networks, and the satisfaction degree of the end user.
	End of changes







