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	First change


6.1.6.2.1.2
Type ChargingDataResponse

Table 6.1.6.2.1.2-1: Definition of type ChargingDataResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	invocationTimestamp
	DateTime
	M
	1
	This field holds the timestamp of the charging service response from the CHF.
	

	invocationResult
	InvocationResult 
	OC
	1
	This field holds the result code in case of unsuccessful charging service invocation by the NF consumer 
	

	invocationSequenceNumber
	Uint32
	M
	1
	This field contains the sequence number of the charging service invocation by the NF consumer.
	

	sessionFailover
	SessionFailover
	OC
	0..1
	This field indicates whether alternative CHF is supported for ongoing charging service failover handling by NF consumer.
	

	multipleUnitInformation
	array(MultipleUnitInformation)
	OC
	0..N
	This field holds the parameters for the quota management information, or only holds the ratingGroup and triggers for without quota management to override the limit per rating group. It may have multiple occurrences.
	

	triggers
	array(Trigger)
	OC
	0..N
	This field identifies the chargeable event(s) supplied by CHF to override/activate the existing chargeable event(s) in NF consumer.
The presence of the triggers attribute without any triggerType is used by CHF to disable all the triggers.
	


	Next change


6.1.6.2.1.8
Type MultipleUnitInformation
Table 6.1.6.2.1.8-1: Definition of type MultipleUnitInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	resultCode
	ResultCode
	OC
	0..1
	This field contains the result of the Rating group quota allocation.
	

	ratingGroup
	RatingGroupId
	M
	1
	The identifier of a rating group.
	

	grantedUnit
	GrantedUnit
	OC
	0..1
	This field holds the granted quota.
	

	triggers
	array(Trigger)
	OC
	0..N
	This field holds triggers for usage reporting associated to the rating group of with quota management, which is supplied from the CHF.

This field only holds limit per RG for without quota management, which is supplied from the CHF.
The presence of the triggers attribute without any triggerType is used by CHF to disable all the triggers to the associated rating group.
	

	validityTime
	DateTime
	OC
	0..1
	This field defines the time in order to limit the validity of the granted quota for a given category instance.
	

	quotaHoldingTime
	DurationSec
	OC
	0..1
	This field holds the quota holding time in seconds. It applies equally to the granted time quota and to the granted volume quota.

The NF Consumer shall deem a quota to have expired when no traffic associated with the quota is observed for the value indicated by this attribute. A quotaHoldingTime value of zero indicates that this mechanism shall not be used. If the quotaHoldingTime attribute is not present, then a locally configurable default value in the NF Consumer shall be used.
	

	finalUnitIndication
	FinalUnitIndication
	OC
	0..1
	This field indicates the granted final units for the service.
	

	timeQuotaThreshold 
	integer
	OC
	0..1
	indicates the threshold in seconds for the granted time quota.
	

	volumeQuotaThreshold 
	integer
	OC
	0..1
	indicates the threshold in octets when the granted quota is volume
	

	unitQuotaThreshold 
	integer
	OC
	0..1
	indicates the threshold in service specific units, that are defined in the service specific documents, when the granted quota is service specific
	


	End of change


