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	1st Modified Section


[bookmark: _Toc532488283]
6.4	Attribute definition
6.4.1	Attribute properties
	Attribute Name
	Documentation and Allowed Values
	Properties

	nSSIId
	An attribute whose "name+value" can be used as an RDN when naming an instance of NetworkSliceSubnet IOC. This RDN uniquely identifies the NetworkSliceSubnet IOC instance within the scope of its containing (parent) object instance.
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	serviceProfileId
	A unique identifier of property of network slice related requirement should be supported by the network slice instance.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	sliceProfileId
	A unique identifier of the property of network slice subnet related requirement should be supported by the network slice subnet instance.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: True

	constituentNSSIList
	It is a list of DN of MOI(s) for the constituent NSSI associated with the network slice subnet instance.
	type: DN
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	mFIdList
	It is a list of DN of the MOI(s) for the NF instances associated with the network slice subnet instance.
	type: DN
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	operationalState
	It indicates the operational state of the NSI. It describes whether or not the resource is physically installed and working.

allowedValues: "ENABLED", "DISABLED".
The meaning of these values is as defined in 3GPP TS 28.625 [17] and ITU-T X.731 [18].

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False
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[bookmark: _Toc532488405]J.3	Mapping
[bookmark: _Toc532488406]J.3.1	IOC mapping
Mapping from the IOCs defined in the information model to SS equivalent definitions are listed in the following table.
	IOC Name
	 JSON definitions' Name
	JSON Type

	NetworkSlice
	networkSlice
	object

	NetworkSliceSubnet
	networkSliceSubnet
	object

	ServiceProfile
	serviceProfile
	object

	SliceProfile
	sliceProfile
	object



[bookmark: _Toc532488407]J.3.2	Attributes mapping
Mapping from the attributes of IOCs defined in the information model to SS equivalent definitions are listed in the following table.
	Object Attributes
	 JSON definitions' Name
	JSON Type

	nSSIId
	nSSIId
	genericNrm:dn

	serviceProfileId
	serviceProfileId
	string

	sliceProfileId
	sliceProfileId
	string

	constituentNSSIIdList
	constituentNSSIIdList
	genericNrm:dnList

	mFIdList
	mFIdList
	genericNrm:dnList

	operationalState
	operationalState
	stateManagementNrm: operationalStateType

	administrativeState
	administrativeState
	stateManagementNrm: administrativeStateType

	nsInfo
	nsInfo
	NsInfo

	pLMNIdList
	ListpLMNId
	ListeutranNrm:PLMNId

	perfReq
	perfReq
	PerfReq

	sNListSSAI
	snssaiList
	nrNrm:SnListssai

	maxNumberofUEs
	maxNumberofUEs
	number

	coverageAreaTAList
	coverageAreaTAList
	ngcNrm:TACList

	latency
	latency
	number

	uEMobilityLevel
	uEMobilityLevel
	number

	resourceSharingLevel
	resourceSharingLevel
	number

	serviceProfileList
	serviceProfileList
	object

	sliceProfileList
	sliceProfileList
	object

	sST
	sST
	ngcNrm:SST



[bookmark: _Toc532488408]J.4	Solution Set definitions
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