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[bookmark: _Toc532487996]5		Information Model definitions for 5GC NRM
[bookmark: _Toc532487997]5.1 	Imported information entities and local labels
	Label reference
	Local label 

	TS 28.622 [30], IOC, SubNetwork
	SubNetwork

	TS 28.622 [30], IOC, ManagedElement
	ManagedElement

	TS 28.622 [30], IOC, ManagedFunction
	ManagedFunction

	TS 28.622 [30], IOC, EP_RP
	EP_RP

	TS 28.708 [21], IOC, ServingGWFunction
	ServingGWFunction

	TS 28.702 [20], IOC, SmsIwmscFunction
	SmsIwmscFunction

	TS 28.702 [20], IOC, SmsGmscFunction
	SmsGmscFunction

	TS 28.702 [20], IOC, GmlcFunction
	GmlcFunction

	
	

	3GPP TS 28.658 [19], attribute, pLmnIdList
	pLMNIDList
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[bookmark: _Toc532488265]5.4.1	Attribute properties
The following table defines the attributes that are present in several Information Object Classes (IOCs) of the present document.
	Attribute Name
	Documentation and Allowed Values
	Properties

	aMFIdentifier
	The AMFI is constructed from an AMF Region ID, an AMF Set ID and an AMF Pointer. The AMF Region ID identifies the region, the AMF Set ID uniquely identifies the AMF Set within the AMF Region, and the AMF Pointer uniquely identifies the AMF within the AMF Set. (Ref. 3GPP TS 23.003 [13])
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetId
	It represents the AMF Set ID, which is uniquely identifies the AMF Set within the AMF Region.
allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetMemberList
	It is the list of DNs of AMFFunction instances of the AMFSet. 

allowedValues: N/A
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False

	aMFRegionId
	It represents the AMF Region ID, which identifies the region.

allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	localAddress 

	This parameter specifies the localAddress including IP address and VLAN ID used for initialization of the underlying transport.

First string is IP address, IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
Second string is VLAN Id (See IEEE 802.1Q [39]).
	type: String
multiplicity: 2
isOrdered: True
isUnique: N/A
defaultValue: None
isNullable: False


	remoteAddress
	Remote address including IP address used for initialization of the underlying transport.

IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nfProfileList
	It is a set of NFProfile(s) to be registered in the NRF instance. NFProfile is defined in 3GPP TS 29.510 [23].

	type: <<dataType>>
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nSIIdList
	It is a set of NSI Id. The NSI ID is defined in subclause 6.1.6.2.8 of 3GPP TS 29.531 [24]. 
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sNSSAIList
	See subclause 4.4.1.
	

	sBIFQDN
	It is used to indicate the FQDN of the registered NF instance in service-based interface, for example, NF instance FQDN structure is:
nftype<nfnum>.slicetype<sliceid>.mnc<MNC>.mcc<MCC>.3gppnetwork.org

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sBIServiceList
	It is used to indicate the all supported NF services registered on service-based interface.
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nRTACList
	It is the list of Tracking Area Codes (either legacy TAC or extended TAC),  where the represented management function serving. 

allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: Integer
multiplicity: 1..*
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	weightFactor
	The weight factor is typically set according to the capacity of local node (AMF) relative to other nodes in the same type. And it is used to achieve load balancing among a set of same type of network functions. (Ref. 3GPP TS 23.501 [2])
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False


[bookmark: _Toc532488266]5.5	Common notifications
This subclause presents a list of notifications, defined in [35], that provisioning management service consumer can receive. The notification parameter objectClass/objectInstance, defined in [26], would capture the DN of an instance of an IOC defined in the present document.

	Name
	Qualifier
	Notes

	notifyMOIAttributeValueChanges
	O
	

	notifyMOICreation
	O
	

	notifyMOIDeletion
	O
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