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1
Decision/action requested

The group is asked to approve this contribution
2
References

[1]
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3
Rationale

Based on the discussion paper submitted together at this meeting, it is proposed to add requirements of PEE measurement data collection for NG-RAN in TS 28.310 [1].

4
Detailed proposal

This document proposes to do the following changes to TS 28.310 [1].

	1st change


5.1.2.2
PEE measurement control 

Use cases specified in [5] – clause 5.1.1.1 ("NF measurement job control service") – apply for measurement job control of PEE parameters.
Depending on scenarios, NF measurement job control services may not exist. In such a case, the NF measurement control of PEE parameters may be achieved as specified in [6] – clause 5.1.18 ("Configuration of a 3GPP NF instance").

Traceability: REQ-PEEMCS-FUN-001, REQ-PEEMCS-FUN-002, REQ-PEEMCS-FUN-003, REQ-PEEMCS-FUN-004, REQ-PEEMCS-FUN-005, REQ-PEEMCS-FUN-00A, REQ-PEEMCS-FUN-00B, REQ-PEEMCS-FUN-00C, REQ-PEEMCS-FUN-00D.
	Next change


5.2.2.2
Requirements for PEE measurement control 
REQ-PEEMCS-FUN-001: The management service producer responsible for PEE measurement control shall have the capability allowing its authorized consumer to request starting the collection of PEE measurement data of NF(s).
REQ-PEEMCS-FUN-002: The management service producer responsible for PEE measurement control shall have the capability allowing its authorized consumer to indicate the reporting method, granularity period, reporting period, etc. for PEE measurement data of NF(s).
REQ-PEEMCS-FUN-003: The management service producer responsible for PEE measurement control shall have the capability to generate the PEE measurement data of NF(s) according to the request of the consumer.
REQ-PEEMCS-FUN-004: The management service producer responsible for PEE measurement control shall have the capability allowing its authorized consumer to request stopping the collection of PEE measurement data of NF(s).
REQ-PEEMCS-FUN-005: The management service producer responsible for PEE measurement control shall have the capability allowing its authorized consumer to query the information about the ongoing collection of PEE measurement data of NF(s).
REQ-PEEMCS-FUN-00A: The management service producer responsible for PEE measurement control shall have the capability generating the PEE measurement data of gNB according to the request of the consumer.
REQ-PEEMCS-FUN-00B: For non-split deployment scenario, the management service producer responsible for PEE measurement control shall have the capability generating the PEE measurement data of non-split gNB based on the PEE measurement data provided by the vendor of non-split gNB.

REQ-PEEMCS-FUN-00C: For 2-split deployment scenario, the management service producer responsible for PEE measurement control shall have the capability generating the aggregated PEE measurement data of gNB based on the PEE measurement data of 2-split gNB components (GNBDU) provided by the vendor(s) of 2-split gNB components.

REQ-PEEMCS-FUN-00D: For 3-split deployment scenario, the management service producer responsible for PEE measurement control shall have the capability generating the aggregated PEE measurement data of gNB based on the PEE measurement data of 3-split gNB components (GNBDU) provided by the vendor(s) of 3-split gNB components.

	End of change


