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[bookmark: _Toc532487808]4	Information model definitions for NR NRM
[bookmark: _Toc532487809]4.1 	Imported information entities and local labels
	Label reference
	Local label 

	3GPP TS 28.622 [30], IOC, ManagedElement
	ManagedElement

	3GPP TS 28.622 [30], IOC, ManagedFunction
	ManagedFunction

	3GPP TS 28.622 [30], IOC, EP_RP
	EP_RP

	3GPP TS 28.625 [17], attribute, availabilityStatus
	availabilityStatus

	3GPP TS 28.662 [11], IOC, SectorEquipmentFunction
	SectorEquipmentFunction

	3GPP TS 28.658 [19], IOC, ExternalENBFunction
	ExternalENBFunction

	3GPP TS 28.708 [21], IOC, ServingGWFunction
	ServingGWFunction

	3GPP TS 28.622 [30], IOC, SubNetwork
	SubNetwork
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[bookmark: _Toc532487994]4.4.1	Attribute properties
	Attribute Name
	Documentation and Allowed Values
	Properties

	pLMNIdList
	It is a list of PLMN identifier.

allowedValues: A list of PLMN Identifier and each identifier is composed of a Mobile Country Code (MCC) and a Mobile Network Code (MNC). 

The MCC and MNC are of type string. See TS 23.003 [13] subclause 2.2 and 12.1.

	type: <<dataType>>
multiplicity: *
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False

	administrativeState
	It indicates the administrative state of the NRCellDU. It describes the permission to use or prohibition against using the cell, imposed through the OAM services.

allowedValues: "LOCKED", "SHUTTING DOWN", "UNLOCKED". 
The meaning of these values is as defined in ITU‑T Recommendation X.731 [18].

See Annex A for Relation between the "Pre-operation state of the gNB-DU Cell" and administrative state relevant in case of 2-split and 3-split deployment scenarios.

	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: Locked
isNullable: False


	operationalState
	It indicates the operational state of the NRCellDU instance. It describes whether the resource is installed and partially or fully operable (Enabled) or the resource is not installed or not operable (Disabled).

allowedValues: "ENABLED", "DISABLED".
	type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None 
isNullable: False
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