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1
Decision/action requested

Discussion and Approval.
2
References
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3
Rationale

In 3GPP TR 28.805 [1], communication service instance (CSI) is defined as follows.

***************************** Extract from TR 28.805 v0.4.0 [1] *************************************

communication service instance: run-time construct of a communication service for a defined group of users

*************************** End of extract from TR 28.805 v0.4.0 [1] *********************************
However, no specific concept regarding the lifecycle of a CSI is clarified, and in fact, it remains FFS in Clause 4.2.3. This contribution proposes to introduce CSI lifecycle at the concept level. 
4
Detailed proposal

We propose the following changes in TR 28.805 [1].
	1st change


4.2.3
Lifecycle of communication service


Lifecycle of a communication service instance (CSI) includes the following phases:

Preparation phase: Providing a communication service instance (CSI) starts with preparation of CSI, which includes pre-planning, feasibility check, i.e., checking the attainable service quality from both resource and service aspects, negotiation of the service attributes, preparing service and network requirements derived from SLA.
CSI commissioning phase: Once the CSI is prepared, it can be established by converting the communication service requirement for the CSI to network requirements and creation of the CSI. When the CSI is created, it is deployed on the network resources and ready to be activated. 
CSI operation phase: After the commissioning phase, the CSI is activated. An activated CSI allows run-time operation of the communication service, e.g., quality assurance, data exposure, CSI modification. Optimization of CSI utilization may continue during the operation phase of the CSI.
CSI decommissioning phase: When the CSI is no longer needed, after being de-activated, lifecycle of the CSI ends with CSI termination. 
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Figure 4.2.3.1 Lifecycle of a communication service instance

	End of change
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