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1
Decision/action requested
This pCR proposes a use case and the associated pre and post conditions, as well as potential requirements when dealing with network slicing associated with satellite components
2
Detailed proposal
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4. Use Cases

4.x
Use cases related to Network Slice management

4.x.1
Network Slice Instance(s) associated with a Satellite RAN
4.x.1.1
Create a Network Slice Instance associated with a satellite RAN
4.x.1.1.1
Pre-conditions
The operator wants an NSI which includes a 5GC and a Satellite RAN. The Satellite RAN is associated with either a Satellite NR-RAT, or can be non-3GPP Satellite RAT. 
4.x.1.1.2
Description 
In some cases, the satellite coverage can be as large as the whole world, or can be regional (i.e. covering several countries).
 In some cases, the latency of the satellite RAN can be significant, from few tens of ms (for LEO) to several hundreds of ms (see Informative Annex A).
 Further, the description of the Satellite RAN can vary according to its characteristics.  
The NOP wants a NSI to support a communication service and the NSI to support to the description of the satellite RAN characteristics.
4.x.1.1.3
Post-conditions
An NSI which includes CN part and RAN part is created, taking into account the specific characteristics of the satellite RAN.
-
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5. 
Potential Requirements
5.x
Use cases related to Network Slice management

5.x.1
Network Slice Instance(s) associated with a Satellite RAN
[REQ-FS_5GSAT_MO-X.01] A NSI created for the management of services of a 5G system with satellite access, shall include parameters to describe the specific characteristics of the satellite access.
