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1
Decision/action requested

This is a pCR to TR 32.845 clarifing the network slice instance charging.
2
References

[1]
TR 32.845 "Study on Charging Aspects of Network Slicing".   

3
Rationale

This pCR proposes updates many occurrences of “NW Slice” to “NW Slice Instance” in the document where the text actually relates to an NSI. 
4
Detailed proposal

It is proposed to approve the following changes to 3GPP TR 32.845[1].

	First change


5.1.4.4
Solution #1.4: Network Slice Instance Performance based charging for Key issues #1.1

5.1.4.4.1
Consideration for Network Slice Instance Performance Based Charging

See clause 5.1.4.1.1.

5.1.4.4.2
Architecture Description 

5.1.4.4.2.1
Performance based Network Slice Instance Charging Function

To leverage the capabilities of network slice management system, the CHF is proposed to be a consumer of the interface provided by the 3GPP Management Function.
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Figure 5.1.4.4.2-1: CHF as producer of Nchf and consumer of the Management Service (MnS)
The Management Function is the producer of the MnS which is consumed by the CHF in order to do charging based on performance and configuration of a Network Slice. Since there is currently no granting of units available on the MnS it means that no quota management can be performed for the network slice in this solution, it would instead rely on a subscription and notification for the collection of the relevant charging information.
Editor’s Note:  The Management Function and services are to be defined in 3GPP SA5 OAM.
	End of change
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