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	Reason for change:
	In the description for error handling, the description related to the Client behavior receiving an error response is not clear.

The precedence of top level response errors over Rating Group level Result Code errors is not specified.  

	
	

	Summary of change:
	Specify NF Consumer (CTF) behavior on response errors received from CHF

Specify precedence of top level response errors over Rating Group level Result Code errors.

	
	

	Consequences if not approved:
	Misinterpretation of errors could cause IOT issues   
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5.5.x	Error in response
The Charging Data Response includes a response code (i.e. Invocation Result Code in Invocation Result) which may indicate an error. The response codes supported by Nchf_ConvergedCharging service operations are specified 3GPP TS 32.291 [58]. 
A NF Consumer (CTF) receiving a Charging Data Response [Initial] with a response code indicating the Charging Data Request [Initial] was unsuccessfully processed, shall terminate the service.
A NF Consumer (CTF) receiving a Charging Data Response [Termination] with a response code indicating the Charging Data Request [Termination] was unsuccessfully processed, shall terminate the service in case the service has not been terminated.
A NF Consumer (CTF) receiving a Charging Data Response [Update] with a response code indicating the Charging Data Request [Update] was unsuccessfully processed, shall terminate the service and send a Charging Data Request [Termination] to the CHF.
The Charging Data Response may also include multiple "Multiple Unit Information" Information Elements, each one indicated with a Result code (i.e. applicable at Rating goup level). The Result code values supported by Nchf_ConvergedCharging service operations are specified 3GPP TS 32.291 [58]. Any Invocation Result Code value different than success takes precedence over the set of "Multiple Unit Information" Result Codes.     
A CHF receiving a Charging Notify Response with a response code indicating the Charging Notify Request was unsuccessfully processed, shall maintain the charging session, and may send a new Charging Notify Response.
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