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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
TS 28.841 “The 5G Network Resource Model (NRM); Stage 2 and stage 3” 

[2] TS 28.658 “E-UTRAN NRM IRP”.
3
Background
The style of enumeration literals specified among and within TSs such as in [1, 2] is not consistent. 
The use of embedded spaces is prone to error, as visually it is difficult to distinguish one or two spaces. Additionally, using spaces, the enum literanl must be quoted or spaces escaped for use in command line interface (CLIs). Use of one underscore character to represent space or spaces would eliminate the issues cited.
Here is an inventory of styles that were used.
all caps, all lower, mixed case, single words only, space as separator, dash as separator, underscore as separator, in quotes, etc.
Samples of enums from TS 28.541:

enum "FAILED"; enum "POWER OFF"; enum "OFF LINE"; enum "OFF DUTY"; enum "DEPENDENCY"; enum "DEGRADED"; enum "NOT INSTALLED"; enum "LOG FULL"; enum "Idle"; enum "Inactive"; enum "Active"; enum "Normal"; enum "Extended"; enum "TCP"; enum "STCP"; enum "UDP"; enum "NRF"; enum "UDM"; enum "AMF"; enum "SMF"; enum "AUSF"; enum "NEF"; enum "PCF"; enum "SMSF"; enum "NSSF"; enum "UDR"; enum "LMF"; enum "GMLC"; enum "5G_EIR"; enum "SEPP"; enum "UPF"; enum "N3IWF"; enum "AF"; enum "UDSF"; enum "BSF"; enum "CHF"; enum "REGISTERED"; enum SUSPENDED"; enum "N1_MESSAGES"; enum "N2_INFORMATION"; enum "LOCATION_NOTIFICATION"; enum "NF_REGISTERED"; enum "NF_DEREGISTERED"; enum "NF_PROFILE_CHANGED"; enum "SUBSCRIPTION"; enum "POLICY"; enum "EXPOSURE"; enum "APPLICATION"; enum "N3"; enum "N6"; enum "N9"; enum "5GMM"; enum "SM"; enum "LPP"; enum "SMS"; enum "SM"; enum "NRPPa"; enum "PWS"; enum "PWS-BCAL"; enum "PWS-RF"; enum "stationary"; enum "nomadic"; enum "restricted mobility"; enum "fully mobility"; enum "shared"; enum "not-shared"; enum "DL"; enum "UL"; enum "DL and UL"; enum "DL"; enum "UL";  enum "SUL"; enum "INITIAL"; enum "OTHER"; enum "strict"; enum "float"; enum RRU; enum BBU;
enum Wide-area-BS-cabinet; enum Medium-range-BS; enum Indoor; enum Outdoor; enum AC; enum DC;

4
Detailed proposal

Apply the following rule set for specifying enumeration literals for all Rel-15 (and later) stage 2 TSs and their respective solutions (e.g XML, Jason, YANG).
a) An enumeration literal (of an enumeration) is composed of one or multiple elements; an element can be a word capitalized, numerical digit(s) or a well-known abbreviation capitalized; elements are separated by one underscore;
b) The numerical digit(s) cannot be the leading or the only element of an enumeration literal;

c) An enumeration literal does not use quotation marks; does not have leading, embedded or trailing space(s).
d) The stage 3 enumeration literals should be the same used in stage 2.
Application of the rule set would produce the following:
enum FAILED; enum POWER_OFF; enum OFF_LINE; enum OFF_DUTY; enum DEPENDENCY; enum DEGRADED; enum NOT_INSTALLED; enum LOG_FULL; enum Idle; enum Inactive; enum Active; enum Normal; enum Extended; enum TCP; enum STCP; enum UDP; enum NRF; enum UDM; enum AMF; enum SMF; enum AUSF; enum NEF; enum PCF; enum SMSF;  enum NSSF;  enum UDR;  enum LMF;  enum GMLC;  enum 5G_EIR;  enum SEPP;  enum UPF;  enum N3IWF;  enum AF;  enum UDSF;  enum BSF;  enum CHF;  enum REGISTERED;  enum SUSPENDED;  enum N1_MESSAGES;  enum N2_INFORMATION;  enum LOCATION_NOTIFICATION;  enum NF_REGISTERED;  enum NF_DEREGISTERED;  enum NF_PROFILE_CHANGED;  enum SUBSCRIPTION;  enum POLICY;  enum EXPOSURE;  enum APPLICATION;  enum N3;  enum N6;  enum N9;  enum 5GMM;  enum SM;  enum LPP;  enum SMS;  enum SM;  enum NRPPa;  enum PWS;  enum PWS_BCAL;  enum PWS_RF;  enum stationary;  enum nomadic;  enum restricted_mobility;  enum fully_mobility;  enum shared;  enum not_shared;  enum DL;  enum UL;  enum DL_and_UL;  enum DL;  enum UL;   enum SUL;  enum INITIAL;  enum OTHER;  enum strict;  enum float;  enum RRU; enum BBU;

enum Wide_area_BS_cabinet; enum Medium_range_BS; enum Indoor; enum Outdoor; enum AC; enum DC;

Note:
All state related attribute should have type enumeration.
