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	Reason for change:
	The used unit container is for reporting used units, however the description refers to requested units instead.

	
	

	Summary of change:
	Correct the description for attributes in used unit container.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]Misleading attribute description for reported usage.

	
	

	Clauses affected:
	6.1.6.2.1.10

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	




	First change


[bookmark: _Toc4604523]
[bookmark: _Toc4596730]6.1.6.2.1.10	Type UsedUnitContainer
Table 6.1.6.2.1.10-1: Definition of type UsedUnitContainer
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	serviceId
	ServiceId
	OC
	0..1
	This field identity of the used service
	

	quotaManagementIndicator
	QuotaManagementIndicator
	OC
	0..1
	an indicator on whether the reported used units are with or without quota management control. If the attribute is not present, it indicates the used unit is without quota management applied.
	

	triggers
	array (Trigger)
	OC
	0..N
	This field specifies the reason for usage reporting for one or more types of unit associated to the rating group.
	

	triggerTimestamp
	DateTime
	Oc
	0..1
	This field holds the timestamp when the reporting trigger occur.
	

	time
	Uint32
	OC
	0..1
	This field holds the amount of requested used time.
	

	totalVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested used volume in both uplink and downlink directions.
	

	uplinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested used volume in uplink direction.
	

	downlinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested used volume in downlink direction.
	

	serviceSpecific Units
	Uint64
	OC
	0..1
	This field holds the amount of requested used service specific units.
	

	eventTimeStamps
	DateTime
	OC
	0..1
	This field holds the timestamps of the event reported in the Service Specific Unit s, if the reported units are event based
	

	localSequenceNumber
	integer
	M
	1
	holds the Used Unit sequence number, i.e. the order when charging event occurs. It starts from 1 and increased by 1 for each Used Unit generation.
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