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	Start of 1st modified section in TS 28.533


6	Use cases and requirements
6.1	Use cases
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6	Use cases and requirements
6.1	Use cases
6.1.X	Discovery of MnS instance metainformation
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Discovery of MnS instance metainformation by authorized MnS consumer.
	

	Actors and Roles
	MnS instance provider and authorized MnS consumer.
	

	Telecom resources
	3GPP management system.
	

	Assumptions
	MnS instance provider (e.g. provider of MnS provisioning) carries metainformation about specified components type A, B and C (e.g. allocateNssi operation is used for the purpose of allocating a network slice subnet instance to satisfy the network slice subnet related requirements) in metadata attributes.
	

	Pre-conditions
	MnS instance provider and the MnS instance access information are discovered by authorized MnS consumer.
	

	Begins when 
	Authorized MnS consumer wants to discover MnS instance metainformation.
	

	Step 1 (M)
	Authorized MnS consumer sends a request to MnS instance provider for discovery of MnS instance metainformation.
	

	Step 2 (M)
	MnS instance provider identifies which MnS instance metainformation satisfies the received authorized MnS consumer request.
	

	Step 3 (M)
	MnS instance provider sends MnS instance metainformation to authorized MnS consumer.
	

	Ends when
	Authorized MnS consumer makes discovery of MnS instance metainformation.
	

	Exceptions
	One of the steps identified above fails.
	

	Post-conditions
	Authorized MnS consumer uses the discovered MnS instance metainformation for discovery of MnS instance capability information.
	

	Traceability
	REQ-5GDMS-FUN-Y
	


6.2	Requirements
REQ-5GDMS-FUN-Y	MnS instance provider shall have the capability allowing its authorized consumer to discover MnS instance metainformation.
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