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	Reason for change:
	The measurement conditions under c) for the Number of DRBs successfully setup measurement in 5.1.1.10.2 is not described clear enough and needs to be updated. The conditions must be corrected so that the measurement can be correctly implemented.

	
	

	Summary of change:
	· The measurements condition in c) has been updated.
· Rewrite how the transmission of reply messages to the core network and the responses from UE shall interact to trigger a DRB setup to be successfull. 

	
	

	Consequences if not approved:
	It will be unclear how to implement the Number of DRBs successfully setup measurement. 
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	1st modified section



[bookmark: _Toc4418651]5.1.1.10.2	Number of DRBs successfully setup
a)	This measurement provides the number of DRBs successfully setup to support all requested QoS flows in the PDU sessions to be setup by the INITIAL CONTEXT SETUP REQUESTs, PDU SESSION RESOURCE SETUP REQUESTs and PDU SESSION RESOURCE MODIFY REQUEST message received by the gNB from AMF. This measurement is split into subcounters per mapped 5QI and per S-NSSAI. 
b)	CC.
c)	On transmission of INITIAL CONTEXT SETUP RESPONSE, PDU SESSION RESOURCE SETUP RESPONSE message containing the "PDU Session Resource Setup Response List" IE (see 3GPP TS 38.413 [11]) or by the PDU SESSION RESOURCE MODIFY REQUEST message from the gNB to the AMF, when gNB first has received. On receipt of RRCReconfigurationComplete message from the UE by the gNB to the UE, as the response to the transmitted RRCReconfiguration message that contains the DRBs to add. Each DRB that was successfully setup to the UE increments the relevant subcounter per mapped 5QI by 1, and the relevant subcounter per S-NSSAI by 1.
d)	Each subcounter is an integer value.
e)	DRB.EstabSucc.5QI, where 5QI identifies mapped 5QI and 
DRB.EstabSucc.SNSSAI, where SNSSAI identifies the S-NSSAI.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.


	End of modifications



