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Rationale

1. Change “Automatic Neighbour Relation” to “Automatic Neighbour Cell Relation” to match the term used in the TS 38.300, sub-clause 15.3.3 “Automatic Neighbour Cell Relation Function”
2. Split the sub-clause into two. The TS 36.300 and TS 38.300 consider “Neighbour Relations” a cell level term and describe the process based on Radio interface operations; it is described in TS 32.511. On the other hand, X2 and Xn interfaces are exposed by the base stations, so X2(Xn) automatic setup is base station level procedure. The setup process is described in 36.300 / 20.2.2.7 “X2 Setup procedure” and 38.423 / 8.4.1 “Xn Setup”. 
4
Detailed proposal

1st Change 
4.3.2
Automatic Neighbour Cell Relation (ANR) management 
The neighbour relations, including intra-5G neighbour relations and inter-RAT neighbour relations, are automatically established by the gNB and the management system.
Traffic parts are specified in TS 38.300 [13], TS 38.331 [6] and TS 38.423 [11].  There are still some leftovers from Rel-15 that are studied in TR 37.816 [12]. Thus, there is a dependency to RAN. 

The ANR management concept defined for LTE in TS 32.511 [7] may be applicable to 5G.

2nd change: add the heading
4.3.N
Automatic X2 and Xn setup
End of changes 
