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	1st Modified Section


5.2.x
Measurements related to Service Requests via Untrusted non-3GPP Access
5.2.x.1
Number of attempted service requests via Untrusted non-3GPP Access
a)
This measurement provides the number of attempted service requests via Untrusted non-3GPP Access.

b)
CC

c)
Receipt of an N2 Message indicating the Service Request by the AMF from N3IWF (see 3GPP TS 23.502 [7]).
d)
An integer value

e)
MM.ServiceReqNon3GPPAtt

f)
AMFFunction

g)
Valid for packet switched traffic

h)
5GS

5.2.x.2
Number of successful service requests via Untrusted non-3GPP Access
a)
This measurement provides the number of successful service requests via Untrusted non-3GPP Access.

b)
CC
c)
Transmission of N2 request that contains “MM NAS Service Accept” by the AMF to N3IWF (see 3GPP TS 23.502 [7]).
d)
An integer value

e)
MM.ServiceReqNon3GPPSucc

f)
AMFFunction

g)
Valid for packet switched traffic
h)
5GS
	Next Modified Section


A.32
Monitoring of service requests
The Service Request procedure is initiated via 3GPP access
· 
by the UE in CM‑IDLE state in order to send uplink signalling messages, user data, or as a response to a network paging request; or

· 
by the network when the network needs to signal (e.g. N1 signalling to UE, Mobile-terminated SMS, User Plane connection activation for PDU Session(s) to deliver mobile terminating user data) with a UE.
The Service Request procedure via Untrusted non-3GPP Access is used by a UE
· 
in CM-IDLE state over non-3GPP access to request the re-establishment of the NAS signalling connection and the re-establishment of the user plane for all or some of the PDU Sessions which are associated to non-3GPP access; and

· 
in CM-CONNECTED state over non-3GPP access to request the re-establishment of the user plane for one or more PDU Sessions which are associated to non-3GPP access.
The Service Request procedures via 3GPP access and via Untrusted non-3GPP Access need to be monitored respectively in order to know the performance of the 5G network in terms of providing services to the UEs.
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