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	Reason for change:
	Complement the Handover measurements so that it becomes possible to measure all types of intra RAT handovers for NR and create a KPI for Handover Success Rate
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	Add measurements related to intra gNB handover preparation and handover execution.
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5.1.1.6.x	Intra-gNB handovers

5.1.1.6.x.1	Number of requested handover preparations
a)	This measurement provides the number of outgoing intra-gNB handover preparations requested by the source NRCellCU. 
b)	CC.
c)	On reception of a Measurement Report from UE (see 3GPP TS 38.331[19]) indicating an intra-gNB cell fulfilling the criteria, if the decision is taken to ask target cell for resources. For split gNB deployment the measurement is triggered when gNB-CUCP is sending UE CONTEXT SETUP REQUEST message (see 3GPP TS 38.473 [6]) to gNB-DU to initiate an intra-gNB handover.
d)	A single integer value.
e)	MM.HoPrepIntraReq.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.

5.1.1.6.x.2	Number of successful handover preparations
a)	This measurement provides the number of successful intra-gNB handover preparations received by the source NRCellCU. 
b)	CC
c)	Stepped when target cell informs source cell that UE resources has been reserved following a handover preparation request. For split gNB deployment the measurement is triggered when gNB-CUCP receives UE CONTEXT SETUP RESPONSE message (see 3GPP TS 38.473 [6]) from gNB-DU to initiate a successful intra-gNB handover. 
d)	A single integer value.
e)	MM.HoPrepIntraSucc.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.


5.1.1.6.x.3	Number of requested handover executions
a)	This measurement provides the number of outgoing intra-gNB handover executions requested by the source NRCellCU.
b)	CC.
c)	On transmission of RRC ConnectionReconfiguration message to the UE triggering the handover from the source NRCellCU to the target NRCellCU, indicating the attempt of an outgoing intra-gNB handover (see 3GPP TS 38.331 [20]).
d)	A single integer value.
e)	MM.HoExeIntraReq.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
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5.1.1.6.x.4	Number of successful handover executions
a)	This measurement provides the number of successful intra-gNB handover executions received by the source NRCellCU.
b)	CC
c)	On reception of RRC ConnectionReconfigurationComplete message from the UE to the target NRCellCU indicating a successful intra-gNB handover (see 3GPP TS 38.331 [20]).
d)	A single integer value.
e)	MM.HoExeIntraSucc.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
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