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1
Decision/action requested

The group is asked to approve this contribution
2
References

-

3
Rationale

For the management of Resource Facing Communication Services (RFCS) the following use cases have been identified:

· Create a resource facing communication service 

· Activate a resource facing communication service 

· Modify a resource facing communication service 
· De-activate a resource facing communication service 

· Terminate a resource facing communication service 

This contribution proposes to add the use case and requirements for “Activate a Resource Facing Communication Service”

4
Detailed proposal

First change
5
Potential use cases and requirements

5.x
Activate a Communication Service (CSI)
5.x.1
Description

A communication service provider (CSP) receives a request to activate provided to a CSC. 
Based on the the request the CSP checks the CSI inventory and locates the CSI that is requested to be activated. The resources needed for the CSI have been allocated (assigned and available) before the activation request. From the inventory the CSP will know which resources (for example which NSI) are used for the CSI and sends an activation request to the NMF (Network Management Function) to allow the CSI to use the allocated resources. A positive response to the activation request will immediately allow the CSI to use the allocated resources. Once the NMF confirms that the CSI can use the allocated resources, the CSP informs the CSC that the CSI has been activated.
NOTE: In some cases when a trial is being performed to allow for learning and adapting the resource allocation and configuration to the shared NSI, in such case an activation request may allow a group of subscribers to use the communication service instead of the target number of subscribers (maximum number of subscribers allowed to use the NSI). 
5.x.2
Potential requirements
REQ-RCSM_LCM-CON-0x The 3GPP management system shall support capabilities to activate a communication service instance provided to a CSC.
End of changes
