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1
Decision/action requested

The group is asked to discuss and approve with the proposal.
2
References

[1] 
3GPP TR 28.861 v0.4.0 “Study on the Self-Organizing Networks (SON) for 5G networks”
3
Rationale

This pCR proposes to add the use case of automatic creation of network slice instances to TR 28.861 [1]. 
3
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5
Use cases
5.x
Automatic NSI creation
5.x.1
Introduction
Network slicing in 5G provides mobile operators opportunities and flexibility to create services tailored for various customers on demand. Automatic NSI creation enablesoperators to create the NSI that contains 5G CN NF, gNB CU, and gNB DU automatically, based on the requirements given by the customers.  
5.x.2
Pre-conditions

NG RAN and 5GC are in operation.

5.x.3
Description

The service producer of automatic NSI creation receives the network slice related requirements to support communication services from an authorized consumer.

The service producer of automatic NSI creation analyses requirements to determine the NSSIs, network functions and resources needed to support the requirements.

The service producer of automatic NSI creation creates an NSI, which may include the instantiation of new network functions, configuration of existing NF, and interworking with transport management system to allocate the transport resources if needed.

5.x.4
Post-conditions

The NSI is created.
6
Potential requirements
6.x
Automatic NSI creation
REQ-ANSIC-CON-x The service producer of automatic NSI creation should have a capability to receive the network slice related requirements to support the communication service.
REQ-ANSIC-CON-y The service producer of automatic NSI creation should have a capability to create an NSI,.
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