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	1st change to TS 32.291



[bookmark: _Toc4596736]6.2.5.2.x	5G Data Connectivity Specified Data Type
[bookmark: _Toc4596737]6.2.5.2.x.1	Type ChargingDataRequest
This clause is additional attributes of the type ChargingDataRequest defined in clause 6.2.5.2.1.1 for 5G data connectivity charging described in 3GPP TS 32.255[30].
Table 6.x.5.2.2.1-1: 5G Data Connectivity Specified attribute of type ChargingDataRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pDUSessionChargingInformation 
	PDUSessionChargingInformation 
	OM 
	0..1
	This field holds the 5G data connectivity specific information.
	

	roamingQBCInformation 
	RoamingQBCInformation
	OM 
	0..1
	This field holds the 5G data connectivity specific information roaming QBC.
	



[bookmark: _Toc4596738]6.x.5.2.x.2	Type ChargingDataResponse
This clause is additional attributes of the type ChargingDataResponse defined in clause 6.x.5.2.1.2 for 5G data connectivity charging described in 3GPP TS 32.255[30].
Table 6.x.5.2.2.2-1: 5G Data Connectivity Specified attribute of type ChargingDataResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pDUSessionChargingInformation 
	PDUSessionChargingInformation 
	OM 
	0..1
	This field holds the 5G data connectivity specific information.
	

	roamingQBCInformation 
	RoamingQBCInformation
	OM 
	0..1
	This field holds the 5G data connectivity specific information roaming QBC.
	



[bookmark: _Toc4596739]6.2.5.2.x.3	Type MultipleUnitUsage
This clause is additional attributes of the type MultipleUnitUsage defined in clause 6.2.5.2.1.3 for 5G data connectivity charging described in 3GPP TS 32.255[30].
Table 6.x.5.2.2.3-1: 5G Data Connectivity Specified attribute of type MultipleUnitUsage
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	uPFID
	NfInstanceId
	OC
	0..1
	identifier of UPF
	



[bookmark: _Toc4596741]6.2.5.2.x.4	Type UsedUnitContainer
This clause is additional portion of the type UsedUnitContainer defined in clause 6.2.5.2.1.4 for 5G data connectivity charging described in 3GPP TS 32.255[30].
Table 6.x.5.2.2.5-1: 5G Data Connectivity Specified portion of type UsedUnitContainer
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pDUContainerInformation
	PDUContainerInformation
	OC
	0..1
	the 5G data connectivity specific information
	



[bookmark: _Toc533869173]6.2.5.2.x.5	Other data types
Followings 5G data connectivity specified data types for offline only charging are same as 5G data connectivity specified data types for converged charging specified in clause 6.1.6.2.2 of this specification:
· Definition of type PDUSessionChargingInformation;
· Definition of type UserInformation;
· Definition of type PDUSessionInformation;
· Definition of type PDUContainerInformation; 
· Definition of type NetworkSlicingInfo;
· Definition of type ServingNetworkFunctionID;
· Definition of type RoamingQBCInformation;
· Definition of type MultipleQFIcontainer;
· Definition of type RoamingChargingProfile;
· Definition of type QFIContainerInformation;
· Definition of type RANSecondaryRATUsageReport;
· Definition of type QosFlowsUsageReport.
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