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	1st change to TS 32.291



[bookmark: _Toc4596801]7.1	Bindings of common CDR field, Information Element and Resource Attribute 
Table 7.1-1: Bindings of common CDR field, Information Element and Resource Attribute 
	Information Element
	CDR Field
	Resource Attribute

	Session Identifier
	Charging Session Identifier
	/{ ChargingDataRef }/ or
/{OfflineChargingDataRef}/

	
	
	ChargingDataRequest

	Subscriber Identifier
	Subscriber Identifier
	/subscriberIdentifier

	Invocation Timestamp
	-
	/invocationTimeStamp

	Invocation Sequence Number
	-
	/invocationSequenceNumber

	NF Consumer Identification
	NF Information
	/nfConsumerIdentification

	NF Name
	Recording Network Function ID
	/nfConsumerIdentification/nFName

	NF Address
	SMF Address
	/nfConsumerIdentification/nFIPv4Address
/nfConsumerIdentification/nFIPv6Address

	NF PLMN ID
	SMF PLMN ID
	/nfConsumerIdentification/nFPLMNID

	NF Functionality
	Record Type
	/nfConsumerIdentification/nodeFunctionality

	Notify URI
	
	/notifyUri

	Multiple Unit Usage
	List of Multiple Unit Usage
	/multipleUnitUsage

	Rating Group
	Rating Group
	/multipleUnitUsage/ratingGroup

	Requested Unit
	-
	/multipleUnitUsage/requestedUnit

	Time
	-
	/multipleUnitUsage/requestedUnit/time

	Total Volume
	-
	/multipleUnitUsage/requestedUnit/totalVolume

	Uplink Volume
	-
	/multipleUnitUsage/requestedUnit/uplinkVolume

	Downlink Volume
	-
	/multipleUnitUsage/requestedUnit/downlinkVolume

	Service Specific Units
	-
	/multipleUnitUsage/requestedUnit/serviceSpecificUnits

	Used Unit Container
	Used Unit Container
	/multipleUnitUsage/usedUnitContainer

	Service Identifier
	Service Identifier
	/multipleUnitUsage/usedUnitContainer/serviceId

	Quota management Indicator
	Quota management Indicator
	/multipleUnitUsage/usedUnitContainer/quotaManagementIndicator

	Triggers
	Triggers
	/multipleUnitUsage/usedUnitContainer/triggers

	Trigger Timestamp
	Trigger Timestamp
	/multipleUnitUsage/usedUnitContainer/triggerTimestamp

	Time
	Time
	/multipleUnitUsage/usedUnitContainer/time

	Total Volume
	Total Volume
	/multipleUnitUsage/usedUnitContainer/totalVolume

	Uplink Volume
	Uplink Volume
	/multipleUnitUsage/usedUnitContainer/uplinkVolume

	Downlink Volume
	Downlink Volume
	/multipleUnitUsage/usedUnitContainer/downlinkVolume

	Service Specific Unit
	Service Specific Unit
	/multipleUnitUsage/usedUnitContainer/serviceSpecificUnits

	Event Time Stamps
	Event Time Stamps
	/multipleUnitUsage/usedUnitContainer/eventTimeStamps

	Local Sequence Number
	Local Sequence Number
	/multipleUnitUsage/usedUnitContainer/localSequenceNumber

	Triggers
	Service Condition Change
	/triggers

	
	
	ChargingDataResponse

	Invocation Timestamp
	
	/invocationTimeStamp

	Invocation Sequence Number
	
	/invocationSequenceNumber

	Session Failover
	-
	/sessionFailover

	Triggers
	-
	/triggers

	Multiple Quota information
	-
	/multipleQuotaInformation

	Result Code
	-
	/multipleQuotaInformation/resultCode

	Rating Group
	-
	/multipleQuotaInformation/ratingGroup

	Granted Unit
	-
	/multipleQuotaInformation/grantedUnit

	Tariff Time Change
	-
	/multipleQuotaInformation/grantedUnit/tariffTimeChange

	Time
	-
	/multipleQuotaInformation/grantedUnit/time

	Total Volume
	-
	/multipleQuotaInformation/grantedUnit/totalVolume

	Uplink Volume
	-
	/multipleQuotaInformation/grantedUnit/uplinkVolume

	Downlink Volume
	-
	/multipleQuotaInformation/grantedUnit/downlinkVolume

	Service Specific Units
	-
	/multipleQuotaInformation/grantedUnit/serviceSpecificUnits

	Triggers
	-
	/multipleQuotaInformation/triggers

	Validity Time
	-
	/multipleQuotaInformation/validityTime

	Quota Holding Time
	-
	/multipleQuotaInformation/quotaHoldingTime

	Final Unit Indication
	-
	/multipleQuotaInformation/finalUnitIndication

	Time Quota Threshold 
	-
	/multipleQuotaInformation/timeQuotaThreshold

	Volume Quota Threshold 
	-
	/multipleQuotaInformation/volumeQuotaThreshold

	Unit Quota Threshold 
	-
	/multipleQuotaInformation/unitQuotaThreshold 

	Invocation Result
	-
	/invocationResult

	Result code
	-
	/invocationResult/error

	Failed parameter
	-
	/invocationResult/error

	Failure Handling
	-
	/invocationResult/failureHandling
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