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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

TS 28.552
 Management and orchestration; 5G performance measurements
TS 28.554 5G End to end Key Performance Indicators (KPI), performance measurements and assurance data
3
Rationale

It is proposed to add the KPI definition of Registration procedure set-up time in the draft specification TS 28.554.
4
Detailed proposal

	Start of Change


6
End to end KPI definitions

6.1
KPI Overview

The KPI categories defined in [2] will be reused by the present document.

6.2
Accessibility KPI
6.2.X PDU session Establishment Success Rate
a) PDU session establishment success rate.

b) This KPI describes the ratio of all successful PDU session request to PDU session request attempts for 5G network, and is used to evaluate 5G capacity for UE and/or system load.

c) This KPI is obtained by the number of all successful PDU session requests divided by the total number of attempted PDU session requests.
d) 
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The respective causes are detailed in 3GPP TS 28.552 [2].

e) RRC.AttConnEstab.Cause
RRC.SuccConnEstab.Cause  (See in TS 32.405 [2])
f) 5G System
g) Accessibility.
h) Percentage.
i) RATIO.
A.X
Use case for set up time of registered procedure of single network-slice-instance-related KPI

There are two kinds of RRC connection. One kind is related to service access, the other kind is not related to service, such as related to location update, cell update, network registration etc. first kind of RRC connection can be used to evaluate service accessibility across UTRAN, second one can be used to evaluate RNC or cell admission capacity for UE and/or system load. This KPI is focusing on network view.
	End of Change


