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1
Decision/action requested

The group is asked to discuss and approval
2
References

[1]
3GPP TR 28.812: “Intent driven management services for mobile networks” v0.5.0.
3
Rationale

Clause 5.3.1 describe the scenario for Cell Rehoming.
Clause 6.3.2 describe the intent expression that each Intent is described by IntentDrivenAction (IDA) and IntentDrivenObject (IDO).

So this contribution proposes analysis and add intent expression for Cell Rehoming scenario.
4
Detailed proposal

It proposes to make the following changes to TR 28.812[1].
	1st Change


6.X
Analysis on intent driven scenarios
6.X.1
Cell re-home

Due to network planning (e.g. install a new RAN Node to replace an existing RAN Node) or load balance between different RAN Nodes, Operator wants to rehome a Cell from a source RAN Node to the destination RAN Node, which means the cell coverage which is provided by source RAN Node should be changed to be provided by the destination RAN Node. 

Figure 6.X.1-1 illustrates the procedure of cell re-home intent execution scenario.
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Figure 6.X.1-1 cell re-home intent execution procedure

1.
IDMS Consumer request IDMS Producer to create and execute the following cell rehome intent.
	Intent
	IntentDrivenAction
	IntentDrivenObject

	
	IDAName
	IDAProperties
	IDOName
	IDOProperties

	Cell Rehome Intent
	Migrate
	Src RAN Node Id;
Dst RAN Node Id
	Cell
	Cell Id;
CellLocalId


Figure 6.X.1-2 Content for cell re-home intent

2.
IDMS Producer translates the received cell rehome intent to the detailed management tasks (e.g. create the new Cell MOI under the destination RAN Node MOI, configure the new created Cell MOI with specified CelllocalId and other configuration parameters from the specified Cell MOI (e.g. PCI, frequency information), reconfigure CellRelation MOI(s) and External MOI(s) under the destination RAN Node to cover the cell relation information which is covered by source Cell MOI, reconfigure Cell Relation MOI(s) and External MOI(s) under the source RAN Node to remove all the cell relation information which is associated to the source Cell, delete the source Cell MOI), and check the feasibility of the intent execution.
3.1.1
If the intent is feasible, the IDMS Producer notify IDMS Consumer about the feasible of the cell rehome intent.
3.1.2
IDMS Producer execute the translated management tasks to fulfil the received cell rehome intent.
3.1.3
IDMS Producer may notify the IDMS Consumer about the progress of intent execution if needed.
3.1.4
When the intent is fulfilled, the IDMS Producer notify IDMS Consumer about the finish of the execution of cell rehome intent.
3.2 If the intent is infeasible, the IDMS Producer notify IDMS Consumer about the infeasible of the cell rehome intent.

	End of changes


