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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.812 Telecommunication management; Study on Scenarios for Intent driven management services for mobile networks v0.5.0.
3
Rationale

Add the description of intent fulfilment information that complied with clause 4.1.2.2.

For some scenario, like intent driven network optimization scenario, the fulfilment state (fulfilled or unfulfilled) of the intent may vary over the time due to the change of network. Therefore, the IDMS producer is required to notify IDMS consumer periodically or after the fulfilment state changes.
This contribution proposes update the description of clause 6.2 in TR 28.812 [1]. In addition, this contribution also proposes to change the IDMS Provider in the figures to IDMS Producer for the uniformity of role names

4
Detailed proposal

It is proposed to make the following changes to TR 28.812 [1].

	1st Change


6.2
Operation and/or notification used for intent 
Operations and/or notification is used for communication between IDMS consumer and IDMS producer. Following figures illustrate the potential synchronous mode and asynchronous mode for communication between IDMS consumer and IDMS producer.
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Figure 6.2-1 Asynchronous mode for communication between IDMS consumer and IDMS producer
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Figure 6.2-2 Synchronous mode for communication between IDMS consumer and IDMS producer
The intent fulfilment information may contain the information of intent fulfilled, intent unfulfilled, progress of intent fulfilment or conflicted with other intent, etc. For asynchronous mode, the notification may be sent for multiple times, either periodically or event-driven (e.g. fulfilment state changes).
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