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[xx]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
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5.2.5.x        Measurement KPI for 5G paging
5.2.5.x.1		Number of 5G paging procedures
1. This measurement provides the number of 5G paging procedure initiated at the AMF. The initial paging procedures as well as the repeated paging procedures are counted.
1. CC.
1. Incremented when a 5G paging request is sent i.e. at the transmission of the first paging request (TS 23.502 [16] and TS 24.501 [xx]).
1. A single integer value.
1. MM.Paging5GReq
1. AMF
1. Valid for packet switching.
1. 5GS.
[bookmark: _Toc524966147]
5.2.5.x.2         Number of successful 5G paging procedures
1. This measurement provides the number of successful 5G paging procedures initiated at the AMF. The initial paging procedures as well as the repeated paging procedures are counted.
1. CC.
1. When a service request from UE that with service type value equal "mobile terminated service" is received at the AMF (see TS 23.502 [7] and TS 24.501 [xx]), the AMF increments the count by 1.
1. A single integer value.
1. MM.Paging5GSucc
1. TA, specified by a concatenation of the MCC (Mobile Country Code), MNC (Mobile Network Code), TAC (Tracking Area Code).
1. Valid for packet switching.
1. 5GS.
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