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1
Decision/action requested

Approve the pCR
2
References

None.
3
Rationale

This contribution discusses how the JSON schema is used together with the ProvMnS.
4
Detailed proposal
4
Usage of JSON schema by the ProvMnS
4.1
Reading resources

Assume all NRM class instances shall be read. Then an example JSON document instance in the HTTP response message may look like.

	{

  "SubNetwork": {

    "id": "SN1",

    "attributes": {

      "userLabel": "Berlin NW",

      "userDefinedNetworkType": "5G"

    },

    "ManagedElement": [

      {

        "id": "ME1",

        "attributes": {

          "userLabel": " Berlin NW 1",

          "vendorname": "Company XY",

          "location": "TV Tower"

        },

        "XyzFunction": [

          {

            "id": "XyzF1",

            "attributes": {

              "attrA": "xyz",

              "attrB": 551

            }

          },

          {

            "id": "xyzF2",

            "attributes": {

              "attrA": "abc",

              "attrB": 551

            }

          }

        ]

      },

      {

        "id": "ME2",

        "attributes": {

          "userLabel": " Berlin NW 2",

          "vendorname": "Company XY",

          "location": "Grunewald"

        }

      }

    ]

  }

}


Assume only XyzFunction with id="xyzF2" shall be read, the reply document looks like

	{

  "SubNetwork": {

    "id": "SN1"
  },

  "ManagedElement": [

    {

      "id": "ME1",

      "XyzFunction": [

        {

          "id": "xyzF2",

          "attributes": {

            "attrA": "abc",

            "attrB": 551

          }

        }

      ]

    }

  ]

}


