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	[bookmark: _Toc532894859][bookmark: _Toc523517601]First change


[bookmark: _Toc4680113]5.x.3	CDR generation
[bookmark: _Toc4680114]5.x.3.1	Introduction
The CHF CDRs for MMTel charging are generated by the CHF to collect charging information that they subsequently transfer to the Charging Gateway Function (CGF).
The following clauses describe in details the conditions for generating, opening, updating and closing the CHF CDR, which shall be supported by the CHF.
[bookmark: _Toc4680115]5.x.3.2	Triggers for CHF CDR 
[bookmark: _Toc4680116]5.x.3.2.1	General
A MMTel charging CHF CDR is used to collect charging information related to MMTel chargeable events for IEC and SCUR. 
[bookmark: _Toc4680117]5.x.3.2.2	Triggers for CHF CDR generation
A CHF CDR is generated by the CHF for each received Charging Data Request [Event].
[bookmark: _Toc4680118]5.x.3.2.4	Triggers for CHF CDR opening
A CHF CDR shall be opened when the CHF receives Charging Data Request [Initial].
[bookmark: _Toc4680119]5.x.3.2.5	Triggers for CHF CDR update
A CHF CDR shall be opened when the CHF receives Charging Data Request [Update].
5.x.3.2.6	Triggers for CHF CDR closure
The CHF CDR shall be closed when the CHF receives Charging Data Request [Termination].
[bookmark: _Toc4680120]5.x.4	Ga record transfer flows
Details of the Ga protocol application are specified in TS 32.295 [6].
[bookmark: _Toc4680121]5.x.5	Bi CDR file transfer
Details of the Bi protocol application are specified in TS 32.297 [5].
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