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1
Decision/action requested

Approve the proposal.
2
References

[1]
3GPP TS 25.413: "UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling".

3
Rationale

Correcting which messages is used in activation in UTRAN.

4
Detailed proposal

Proposed changes are:

	1st modified section



4.2.2
Handling of measurement collection at handover in UTRAN
4.2.3
Deactivation of measurement collection job in UTRAN
4.2.3.x
Pre-set time has elapsed in UTRAN

When the pre-set time is elapsed, the HSS or SGSN and the RNC sets the network request session to ended, but do not delete the UE request session id and the Collection Entity Address parameters [3], due to that reports still can come from the UE that has to be transferred to the collection centre. The UE request session id and the Collection Entity Address parameters [3] are deleted when the session is ended.

4.2.3.y
Forced deactivation in UTRAN
If the operator technician or the management application wants to deactivate a measurement collection job before the pre-set time has expired, the management system sends the deactivateQoEJob operation [3] to the HSS or SGSN, that propagate it to the RNC. The RNC sets the network request session to ended, but does not delete the UE request session id and the Collection Entity Address parameters [3], as the UE still may send reports which shall be send to the collection centre. For UE request sessions which have reported that a recording session is started, the RNC sends the MeasurementControl message [4] with the DeactivateJob request to relevant UEs. The Access stratum sends +CAPPLEVMC AT command [5] to the application with the DeactivateJob request. The application stops the recording session and stops recording of the requested information. The UE request session id and the Collection Entity Address parameters [3] in the RNC are deleted when the UE request session is ended.

4.2.3.z
Deactivation of recording session in UTRAN

See clause 4.1.3.3. 


	End of modifications
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