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1          Decision/action requested
To approve the attached references.
2 
References

3          Rationale
Add references to the skeleton.
4         Detailed proposal

First change.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same  Release as the present document.
[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

  
     [2]
ETSI IFA 023 v3.1.1: "Network Function Virtualisation (NFV); Management and Orchestration; Report on Policy Management in MANO".



Second change.
5.
Policy management architecture

In order to delegate the support of policy control for virtualized NFs such as automatic scale in/out under certain condition , 3GPP management system would use the ETSI NFV defined related  policy features/services. Consequently, two important logical functions are needed for the definition of the 3GPP policy management architecture.
1) Policy Administration Function (PAF) provides the services as follows:
- Allows the operator to define and administrate the network policy

2) Policy Function (PF) makes the decision for policy execution and provides the services as follows: 

- Activating/deactivating the network policy 

- Event subscription/notification of the network policy execution

- Providing relevant data and parameters during the process of policy execution (e.g. execution time consuming) 

The 3GPP global policy management system would affect the behavior of all 3GPP defined nodes and would delegate the support of policy for virtualized NFs in ETSI MANO systems[2].  For NFV related policy management, 3GPP mainly focus on NM acting as PAF and EM acted as PF, and the interface between the NM and EM can be updated to support policy related operations. Hence, 3GPP policy management architecture under NFV scenario is as follows. 
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Figure 5-1 NFV policy management architecture in reference point presentation

NFV related policy interfaces between 3GPP management system and MANO such as Os-Ma-nfvo and Ve-Vnfm-em have been defined by ETSI.
End of changes.
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