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	1st Change


[bookmark: _Toc257382900]6.4.8	Operation resumeScProcessWithArcfData (M)
[bookmark: _Toc257382901]6.4.8.1.1	Definition
This operation allows the IRPManager deliver ARCF parameter values to a IRPAgent which it had requested the  notifyScwMProcessStage notification and to resume the self-configuration process which has been suspended at a stop point and is waiting for the ARCF data.
At reception of this operation request the IRPAgent validates the received ARCF parameter values. If the validation fails, an error is reported in the operation’s result.
This operation is an import of operation resumeSwmProcess defined in 32.532[7]. 
Information on Requirements Traceability:
	Referenced TS
	Requirement label
	Comment

	3GPP TS 32.501 [6]
	REQ-ARCF-FUN-1
	

	3GPP TS 32.501 [6]
	REQ-ARCF-FUN-2
	

	3GPP TS 32.501 [6]
	REQ-ARCF-FUN-3
	



[bookmark: _Toc257382902]6.4.8.1.2	Input parameters
Same as operation resumeSwmProcess defined in 32.532[7]. In addition the following parameters are defined:
	Parameter Name
	Qualifier
	Information type
	Comment

	valuesOfNeededRadioParameter
	M
	List of (radioParameterName;
radioParameterValue)
	If the fileLocation carries no information and IRPManager is providing requested radio parameters values, then this shall contain the requested radio parameters values.

(For the requested radio parameters see input parameter listOfNeededRadioParameters of notification notifyScwMProcessStage).

	fileLocation
	M
	FileLocation
	If the valuesOfNeededRadioParameters is carrying no information and IRPManager is providing requested radio parameters values, then this shall contain the location of a file where the requested radio parameter values can be found. 



[bookmark: _Toc257382903]6.4.8.1.3	Output parameters
Same as operation resumeSwmProcess defined in 32.532[7], with the addition of the possibility to indicate a validationError, see table below:
	Parameter Name
	Qualifier
	Matching Information
	Comment

	validationErrorInfo
	CM *)
	Information indicating why validation failed and which parameter/s could not be validated. Reasons for validation error:
ParameterNotSupported, InvalidParameter, ValueNotSupported, MissingParameterValue, ConflictingParamterValue, SemanticsError, OtherError
	


*) Condition: result = validationError
[bookmark: _Toc257382904]6.4.8.1.4	Pre-condition 
irpAgentDoesNotKnowSomeArcfData.
	Assertion Name
	Definition

	irpAgentDoesNotKnowSomeArcfData
	The IRPAgent does not know some ARCF data.



[bookmark: _Toc257382905]6.4.8.1.5	Post-condition 
irpAgentKnowsTheArcfData
	Assertion Name
	Definition

	irpAgentKnowsTheArcfData
	The IRPAgent knows the ARCF data and has validated them.



[bookmark: _Toc257382906]6.4.8.1.6	Exceptions
	Name
	Definition

	operation_failed
	Condition: Pre-condition is false or post-condition is false.
Returned Information: The output parameter result and in case of a validation error additionally validationErrorInfo. 
Exit state: Entry state.
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