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1. Overall Description:
RAN2 thanks SA5 for their LS on measurement of user plane latency.

In SA5 LS (S5-181576), it identified the following two options: 
· Option1: Specify Uplink user plane latency measurement and Downlink user plane latency measurement separately. In this case, the Uplink and Downlink latencies are measured directly and provided to the operator.
· Option2: Specify Uplink user plane latency measurement and roundtrip user plane latency measurement separately. In this case, operator derives Downlink user plane latency from measured Uplink and roundtrip latencies. It's not expected that deriving needs to happen in the RAN.

SA5 would like to ask 3GPP RAN2 opinion on the feasibility of the two options and RAN2 preferences.

RAN2 discussed the two options, and concluded that option 1 is preferred because of the following reasons:
· Option 1 is more flexible and straightforward. 
· Option 2 may have additional requirements on the UE, while option 1 can also meet the SA2 requirement on QoS monitoring.


2. Actions:
To SA5 group.
ACTION:  RAN2 kindly asks SA5 to take the above responses into account.


3. Date of Next TSG-RAN2 Meetings:
TSG-RAN2 Meeting #106		13th May  – 17th May 2019		Reno, USA
TSG-RAN2 Meeting #107		26th August  – 30th August 2019		Prague, CZ
