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	First change


[bookmark: _Toc10801693]6.2.1	General
Service description: The ConvergedCharging service provides charging for session and event based NF services. This ConvergedCharging service offers charging : 
-	With quota management (online; this includes support for both blocking mode and non-blocking mode)
-	Without quota management (offline)
-	Charging information record generation
The following table shows the CHF Services and CHF Service Operations.
Table 6.2.1-1: NF services provided by the CHF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nchf_ConvergedCharging
	Create
	Request/Response
	SMF, SMSF

	
	Update
	Request/Response
	SMF

	
	Release
	Request/Response
	SMF

	
	Notify
	Notify
	SMF

	
	Event
	Request/Response
	AMF



The input and output parameters described in the clauses below are common to all NF Consumers. The usage of these common parameters and additional NF Consumer specific parameters are specified in dedicated charging specifications.
	Next change



[bookmark: _Toc10801694]6.2.2	Nchf_ConvergedCharging_Create service operation
Service operation name: Nchf_ConvergedCharging_Create
Description: Provides charging capabilities before service delivery, offers charging with and without quota management, as well as charging information record generation. It is used for both session and event IEC based charging. Provides means for the NF Consumer to create the resource of the charging session. If it is used for session based charging the operation also makes an implicit subscribe to notification of events in CHF that requires re-authorization or abort.
The service operation may be used to request quota authorisation for service delivery and may open a CDR in the CHF, based on the information provided by the NF Consumer.
Known NF Consumers: SMF, SMSF.
Inputs, Required: Subscriber identifier, either service identification or rating group.
Inputs, Optional: Requested service units, one-time event, destination address, provider, location information, time and date.
Outputs, Required: Result indication.
Outputs, Optional: Granted service units, validity time, triggers.
	Next change


6.2.x	Nchf_ConvergedCharging_Event service operation
Service operation name: Nchf_ConvergedCharging_Event
Description: Provides NF Consumer charging information after the service delivery and charging information record generation. It is used for event offline charging.  
The service operation shall open a CDR in the CHF, based on the information provided by the NF Consumer.
Known NF Consumers: AMF.
Inputs, Required: Subscriber identifier, service identification.
Inputs, Optional: one-time event, time and date.
Outputs, Required: Result indication.
Outputs, Optional: None.
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