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	As per the content in TS37.320 and TS32.422, both Radio Link Failure (RLF) and RRC Connection Establishment Failure (RCEF) reports can be collected by the trace mechanisms, besides the regular subscriber and equipment trace and MDT. But in TS 32.421, the requirements on RCEF reports are missing.
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[bookmark: _Toc422921022]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 21.905 [8], 32.101 [1] , 32.130 [13] , 23.501 [15], 38.300 [16] and the following apply:
MBSFN	MBMS over a Single Frequency Network
MBMS	Multimedia Broadcast Multicast Services
MDT	Minimization of Drive Tests
RCEF                  RRC Connection Establishment Failure
RLF	Radio Link Failure
TCE	Trace Collection Entity
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[bookmark: _Toc422921045]7	Requirements for managing RLF and RCEF reports
[bookmark: _Toc422921046]7.1	Business level requirements
REQ-RLF-CON-1	The Operator shall be able to collect RLF and RCEF reports from eNBs within their network.
REQ-RLF-CON-2 	The collected RLF and RCEF reports shall be made available in a centralised entity.
REQ-RLF-CON-3	The Operator shall be able to select certain areas for collecting RLF and RCEF reports. 
REQ-RLF-CON-4	The Operator shall be able to collect RLF and RCEF reports from NG-RAN nodes within their network.
[bookmark: _Toc422921047]7.2	Specification level requirements
REQ-RLF-FUN-01	It shall be possible to collect RLF and RCEF reports in one or more eNodeBs.
REQ-RLF-FUN-02	It shall be possible to activate a Trace Session for RLF and RCEF data collection independently from other Trace jobs. 
REQ-RLF-FUN-03	It shall be possible to collect RLF and RCEF reports in one or more NG-RAN nodes.
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