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6.1.6.1	General
This subclause specifies the application data model supported by the API.
The Nchf_ConvergedCharging Service API allows the NF consumer to consume the converged charging service from the CHF as defined in 3GPP TS 32.290 [58].
Table 6.1.6.1-1 specifies the data types defined for the ConvergedCharging service based interface protocol.
Table 6.1.6.1-1: Nchf_ ConvergedCharging specific Data Types
	Data type
	Section defined
	Description
	Applicability

	ChargingDataRequest
	6.1.6.2.1.1
6.1.6.2.2.1
	Describes the attributes of Charging Data Request to CHF for initial, update and termination of the charging session.
	

	ChargingDataResponse
	6.1.6.2.1.2
6.1.6.2.2.2
	Describes the attributes of Charging Data Response from CHF on charging session initial, update and termination.
	

	ChargingNotifyRequest
	6.1.6.2.1.3
	Describes Notifications about events that occurred in request message.
	



Table 6.1.6.1-2 specifies data types re-used by the Nchf_ConvergedCharging service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nchf_ConvergedCharging service based interface.
Table 6.1.6.1-2: Nchf_ConvergedCharging re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Supi
	3GPP TS 29.571 [371]
	The identification of the user (i.e. IMSI, NAI).
	

	Uint32
	3GPP TS 29.571 [371]
	Unsigned 32-bit integers
	

	Uint64
	3GPP TS 29.571 [371]
	Unsigned 64-bit integers
	

	PduSessionId
	3GPP TS 29.571 [371]
	The identification of the PDU session.
	

	PduSessionType
	3GPP TS 29.571 [371]
	the type of a PDU session
	

	Uri
	3GPP TS 29.571 [371]
	String providing an URI
	

	AccessType
	3GPP TS 29.571 [371]
	The identification of the type of access network.
	

	DateTime
	3GPP TS 29.571 [371]
	The time.
	

	ChargingId
	3GPP TS 29.571 [371]
	Charging identifier allowing correlation of charging information
	

	RatType
	3GPP TS 29.571 [371]
	The identification of the RAT type.
	

	RatingGroup
	3GPP TS 29.571 [371]
	The identification of the rating group
	

	Ipv4Addr
	3GPP TS 29.571 [371]
	Ipv4 address. 
	

	Ipv6Prefix
	3GPP TS 29.571 [371]
	The Ipv6 prefix allocated for the user.
	

	Ipv6Addr
	3GPP TS 29.571 [371]
	Ipv6 Address.
	

	Pei
	3GPP TS 29.571 [371]
	The Identification of a Permanent Equipment.
	

	TimeZone
	3GPP TS 29.571 [371]
	Time zone information
	

	NfInstanceId
	3GPP TS 29.571 [371]
	String uniquely identifying a NF instance.
	

	Gpsi
	3GPP TS 29.571 [371]
	String identifying a Gpsi
	

	DefaultQosInformation
	3GPP TS 29.571 [371]
	Identifies the information of the default QoS.
	

	SubscribedDefaultQos
	3GPP TS 29.571 [371]
	subscribed default QoS.
	

	AuthorizedDefaultQos
	3GPP TS 29.512 [302]
	Authorized default QoS.
	

	Ambr
	3GPP TS 29.571 [371]
	Aggregate Maximum Bit rate 
	

	QosData
	3GPP TS 29.512 [302]
	Contains QoS parameters
	

	UserLocation
	3GPP TS 29.571 [371]
	User location information
	

	PlmnId
	3GPP TS 29.571 [371]
	PLMN id
	

	Guami
	3GPP TS 29.571 [371]
	Globally Unique AMF Identifier
	

	DurationSec
	3GPP TS 29.571 [371]
	Identifies a period of time in units of seconds.
	

	Snssai
	3GPP TS 29.571 [371]
	SNSSAI
	

	ProblemDetails
	3GPP TS 29.571 [371]
	additional details of the error
	

	ServiceId
	3GPP TS 29.571 [371]
	Identifier of service
	

	SscMode
	3GPP TS 29.571 [371]
	SSC Mode type
	

	PresenceInfoPraInfo
	3GPP TS 29.571 [371]3GPP TS 29.512 [204]
	PRA information including PRAId, PRA element list and PRA status
	

	Qfi
	3GPP TS 29.571 [371]
	QoS flow identifier designated as "Qfi".
	

	AmfId
	3GPP TS 29.571 [371]
	AMF identifier
	

	Dnn
	3GPP TS 29.571 [371]
	Data Network Name
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6.1.6.2.2.12	Type ServingNetworkFunctionID
Table 6.1.6.2.2.12-1: Definition of type ServingNetworkFunctionID
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	servingNetworkFunctionInformationservingNetwork FunctionInformation
	NFIdentification
	M
	0..1
	Serving Network Function information: i.e. AMF or V-SMF.
	

	aMFId
	AmfId
	OC
	0..1
	AMF identifier
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