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	Reason for change:
	PDU Sessions Setup are inlcuded both in the PDU SESSION RESOURCE SETUP procedures and INITIAL COTEXT SETUP procedures.However, the existing PDU Sessions Setup related measurements did not consider the Initial Context Setup procedures.

	
	

	Summary of change:
	Include the INITIAL COTEXT SETUP procedures to measure the PDU sessions setup related measurements.

	
	

	Consequences if not approved:
	The measurements related to PDU Session Management are incorrect.
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	[bookmark: _Toc458429818][bookmark: _Toc462827461]First of changes



[bookmark: _Toc10625702]5.1.1.5	PDU Session Management
[bookmark: _Toc10625703]5.1.1.5.1	Number of PDU Sessions requested to setup
a)	This measurement provides the number of PDU Sessions in the PDU SESSION RESOURCE SETUP REQUESTs received by the gNB from AMF. This measurement is split into subcounters per S-NSSAI.
b)	CC.
c)	On receipt of PDU SESSION RESOURCE SETUP REQUEST message, INITIAL CONTEXT SETUP REQUEST message (see 3GPP TS 38.413 [11]) by the gNB from the AMF. Each PDU Session requested to setup increments the relevant subcounter per S-NSSAI by 1.
d)	Each subcounter is an integer value.
e)	SM.PDUSessionSetupReq.SNSSAI.
	Where SNSSAI identifies the S-NSSAI.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
[bookmark: _GoBack]i) 	One usage of this performance measurements is for performance assurance.
[bookmark: _Toc10625704]5.1.1.5.2	Number of PDU Sessions successfully setup
a)	This measurement provides the number of PDU Sessions successfully setup by the gNB for the PDU SESSION RESOURCE SETUP REQUESTs received from AMF. This measurement is split into subcounters per S-NSSAI.
b)	CC.
[bookmark: OLE_LINK13]c)	On transmission of PDU SESSION RESOURCE SETUP RESPONSE message, INITIAL CONTEXT SETUP RESPONSE message containing the "PDU Session Resource Setup Response List" IE (see 3GPP TS 38.413 [11]) by the gNB to the AMF. Each PDU Session listed in the "PDU Session Resource Setup Response List" IE increments the relevant subcounter per S-NSSAI by 1.
d)	Each subcounter is an integer value.
e)	SM.PDUSessionSetupSucc.SNSSAI.
	Where SNSSAI identifies the S-NSSAI.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
[bookmark: _Toc10625705]5.1.1.5.3	Number of PDU Sessions failed to setup
a)	This measurement provides the number of PDU Sessions failed to setup by the gNB for the PDU SESSION RESOURCE SETUP REQUESTs received from AMF. This measurement is split into subcounters per failure cause.
b)	CC.
c)	On transmission of PDU SESSION RESOURCE SETUP RESPONSE message, INIITAL CONTEXT SETUP FAILURE message containing the "PDU Session Resource Failed to Setup List" IE (see 3GPP TS 38.413 [11]) by the gNB to the AMF. Each PDU Session listed in the "PDU Session Resource Failed to Setup List" IE increments the relevant subcounter per failure cause (see clause 9.3.1.2 of 3GPP TS 38.413 [11]) by 1.
d)	Each subcounter is an integer value.
e)	SM.PDUSessionSetupFail.Cause.
[bookmark: _Hlk494400492]	Where Cause identifies the cause of the PDU Sessions Resource Setup failure, per the "PDU Session Resource Setup Unsuccessful Transfer" IE. Encoding of the Cause is defined in clause 9.3.1.2 of 3GPP TS 38.413 [11].
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
i) 	One usage of this performance measurements is for performance assurance.
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