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	Summary of change:
	Add the "DNN Selection Mode" in "PDU session information"

	
	

	Consequences if not approved:
	The index indicating how the DNN was selected is missing.

	
	

	Clauses affected:
	6.1.6.2.2.8, 6.1.6.3.X(New),7.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


	[bookmark: _Toc523498155][bookmark: _Toc523498181][bookmark: _Toc523498209]First change


[bookmark: _Toc10814697][bookmark: _Toc10814728][bookmark: _Toc4506682][bookmark: _Toc523498212]6.1.6.2.2.8	Type PDUSessionInformation
Table 6.1.6.2.2.8-1: Definition of type PDUSessionInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	networkSlicingInfo
	NetworkSlicingInfo 
	OM
	0..1
	information of network slice serving the PDU session
	

	pduSessionID
	PduSessionId
	M
	1
	
	

	pduType
	PduSessionType
	OM
	0..1
	type of the PDU session
	

	sscMode
	SscMode
	OC
	0..1
	information of SSC Mode type.
	

	hPlmnId
	PlmnId
	OC
	0..1
	PLMN identifier of the home network
	

	servingNetworkFunctionID
	ServingNetworkFunctionID
	Oc
	0..1
	This field holds serving Network Function identifier.
	

	servingCNPlmnId
	PlmnId

	Oc
	0..1
	Serving Core Network Operator PLMN ID selected by the UE in shared networks.
	

	ratType
	RatType
	OC
	0..1
	the RAT Type of the PDU session
	

	dnnId
	Dnn
	M
	1
	a Data Network Name
	

	dnnSelectionMode
	DnnSelectionMode
	OC
	0..1
	This field indicates how the DNN was selected.
	

	chargingCharacteristics
	string
	OC
	0..1
	the Charging Characteristics for this PDU session.
	

	chargingCharacteristicsSelectionMode
	ChargingCharacteristicsSelectionMode
	OC
	0..1
	information about how the "Charging Characteristics" was selected.  
	

	startTime
	DateTime
	OC
	0..1
	the time in UTC format which represents the start of a PDU session at the SMF
	

	stopTime
	DateTime
	OC
	0..1
	the time in UTC format which represents the stop of a PDU session at the SMF
	

	3gppPSDataOffStatus
	3GPPPSDataOffStatus
	OC 
	0..1
	This field holds the 3GPP Data off Status when UE’s 3GPP Data Off status is Activated or Deactivated.
	

	sessionStopIndicator
	boolean
	OC
	0..1
	This field indicates to the CHF that the PDU session has been terminated.
	

	pduAddress
	PDUAddress
	OC
	0..1
	Group of user ip address/prefix
	

	diagnostics
	Diagnostics
	OC
	0..1
	provides a more detailed cause value from SMF.
	

	authorizedQoSInformation
	AuthorizedDefaultQos
	OC
	0..1
	This field holds the authorized QoS applied to PDU session.
	

	subscribedQoSInformation
	SubscribedDefaultQos
	OC
	0..1
	This field holds the subscribed Default QoS  
	

	authorizedSessionAMBR
	Ambr
	OC
	0..1
	This field holds the authorized session-AMBR.
	

	subscribedSessionAMBR
	Ambr
	OC
	0..1
	This field holds the subscribed session-AMBR.
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[bookmark: _Toc10814775]6.1.6.3.X	Enumeration: DnnSelectionMode
Table 6.1.6.3.X-1: Enumeration DnnSelectionMode
	Enumeration value
	Description

	"VERIFIED"
	UE or network provided DNN, subscription verified

	"UE_DNN_NOT_VERIFIED"
	UE provided DNN, subscription not verified

	"NW_DNN_NOT_VERIFIED"
	Network provided DNN, subscription not verified



	Next change


[bookmark: _Toc10814793][bookmark: _Toc10814786]7.2	Bindings for 5G data connectivity
Table 7.2-1: Bindings of 5G data connectivity CDR field, Information Element and Resource Attribute 
	Information Element
	CDR Field
	Resource Attribute

	
	
	ChargingDataRequest

	Multiple Unit Usage
	 List of Multiple Unit Usage
	/multipleUnitUsage

	UPF ID
	UPF ID
	/multipleUnitUsage/uPFID

	Used Unit Container
	Used Unit Container 
	/multipleUnitUsage/usedUnitContainer

	PDU Container Information
	PDU Container Information
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation

	Time of First Usage
	Time of First Usage
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/timeofFirstUsage

	Time of Last Usage
	Time of Last Usage
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/timeofLastUsage

	QoS Information
	QoS Information
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/qoSInformation

	AF Correlation Information
	AF Correlation Information
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/aFCorrelationInformation

	User Location Information
	User Location Information
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/userLocationInformation

	UE Time Zone
	UE Time Zone
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/uetimeZone

	RAT Type
	RAT Type
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/rATType

	Serving Network Function ID
	Serving Network Function ID
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/servingNodeID

	Presence Reporting Area Information
	Presence Reporting Area Status
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/ presenceReportingAreaInformation

	3GPP PS Data Off Status
	3GPP PS Data Off Status
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/3gppPSDataOffStatus

	Sponsor Identity
	Sponsor Identity
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/sponsorIdentity

	Application Service Provider Identity
	Application Service Provider
Identity
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/applicationserviceProviderIdentity

	Charging Rule Base Name
	Charging Rule Base Name
	/multipleUnitUsage/usedUnitContainer/pDUContainerInformation/chargingRuleBaseName

	
	
	ChargingDataResponse

	Multiple Unit information
	-
	multipleUnitInformation

	UPF ID
	-
	/multipleUnitInformation/uPFID

	PDU Session Charging Information
	PDU Session Charging Information
	/pDUSessionChargingInformation 

	Charging Id
	Charging Id
	/pDUSessionChargingInformation/chargingId

	User Information
	User Information
	/pDUSessionChargingInformation/ userInformation

	User Identifier
	User Identifier
	/pDUSessionChargingInformation/userInformation/servedGPSI

	User Equipment Info
	User Equipment Info
	/pDUSessionChargingInformation/userInformation/ servedPEI

	Unauthenticated Flag
	Unauthenticated Flag
	/pDUSessionChargingInformation/userInformation/ unauthenticatedFlag

	Roamer In Out
	Roamer In Out
	/pDUSessionChargingInformation/userInformation/ roamerInOut

	User Location Info
	User Location Info
	/pDUSessionChargingInformation/ userLocationinfo

	User Location Time
	User Location Time
	/pDUSessionChargingInformation/ userLocationTime

	UE Time Zone
	UE Time Zone
	/pDUSessionChargingInformation/uEtimeZone

	Presence Reporting Area Information
	Presence Reporting Area Information
	/pDUSessionChargingInformation/ presenceReportingAreaInformation

	PDU Session Information
	PDU Session Information
	/pDUSessionChargingInformation/pduSessionInformation

	PDU Session ID
	PDU Session ID
	/pDUSessionChargingInformation/pduSessionInformation/pduSessionID

	Network Slice Instance
Identifier
	Network Slice Instance Identifier
	/pDUSessionChargingInformation/networkSlicingInfo

	PDU Type
	PDU Type
	/pDUSessionChargingInformation /pduSessionInformation/pduType

	PDU Address
	PDU Address
	/pDUSessionChargingInformation /pduSessionInformation/pduAddress

	PDU IP Address
	PDU IP Address
	/pDUSessionChargingInformation/pduSessionInformation/pduAddress/pduIPv4Address
/pDUSessionChargingInformation/pduSessionInformation/pduAddress/pduIPv6Address

	PDU Address prefix length
	PDU Address prefix length
	/pDUSessionChargingInformation /pduSessionInformation/pduAddress/pduAddressprefixlength

	Dynamic Address Flag
	Dynamic Address Flag
	/pDUSessionChargingInformation /pduSessionInformation/pduAddress/ iPv4dynamicAddressFlag
pDUSessionChargingInformation /pduSessionInformation/pduAddress/ iPv6dynamicAddressFlag

	SSC Mode
	SSC Mode
	/pDUSessionChargingInformation /pduSessionInformation/sscMode

	SUPI PLMN ID
	SUPI PLMN ID
	/pDUSessionChargingInformation /pduSessionInformation/hPlmnId

	Serving Network Function ID
	Serving Network Function ID
	/pDUSessionChargingInformation / servingNetworkFunctionID

	Serving CN PLMN ID
	Serving CN PLMN ID
	/pDUSessionChargingInformation/servingCNPlmnId

	RAT Type
	RAT Type
	/pDUSessionChargingInformation /pduSessionInformation/ratType

	Data Network Name Identifier
	Data Network Name Identifier
	/pDUSessionChargingInformation /pduSessionInformation/dnnid

	DNN Selection Mode
	DNN Selection Mode
	/pDUSessionChargingInformation /pduSessionInformation/dNNselectionMode

	Authorized QoS information
	Authorized Qos Information
	/pDUSessionChargingInformation /pduSessionInformation/authorized qoSInformation

	Subscribed QoS Information
	Subscribed QoS Information
	/pDUSessionChargingInformation /pduSessionInformation/subscribedQoSInformation

	Authorized Session-AMBR
	Authorized Session-AMBR
	/pDUSessionChargingInformation /pduSessionInformation/authorizedSessionAMBR

	Subscribed Session-AMBR
	Subscribed Session-AMBR
	/pDUSessionChargingInformation /pduSessionInformation/subscribedSessionAMBR

	Charging Characteristics
	Charging Characteristics
	[bookmark: _GoBack]/pDUSessionChargingInformation /pduSessionInformation/ chargingCharacteristics

	Charging Characteristics Selection Mode
	Charging Characteristics Selection Mode
	/pDUSessionChargingInformation /pduSessionInformation/chargingCharacteristicsSelectionMode

	PDU session start Time
	PDU session start Time
	/pDUSessionChargingInformation /pduSessionInformation/startTime

	PDU session stop Time
	PDU session stop Time
	/pDUSessionChargingInformation /pduSessionInformation/stopTime

	Diagnostics
	Diagnostics
	/pDUSessionChargingInformation /pduSessionInformation/diagnostics

	3GPP PS Data Off Status
	3GPP PS Data Off Status
	/pDUSessionChargingInformation /pduSessionInformation/3gppPSDataOffStatus

	Session Stop Indicator
	Session Stop Indicator
	/pDUSessionChargingInformation /pduSessionInformation/sessionStopIndicator 

	Unit Count Inactivity Timer
	-
	/pDUSessionChargingInformation/unitCountInactivityTimer

	RAN Secondary RAT Usage Report
	RAN Secondary RAT Usage Report
	/pDUSessionChargingInformation/rANSecondaryRATUsageReport

	NG RAN Secondary RAT Type
	NG RAN Secondary RAT Type
	/pDUSessionChargingInformation/rANSecondaryRATUsageReport/rANSecondaryRATType

	Qos Flows Usage Reports
	Qos Flows Usage Reports
	/pDUSessionChargingInformation/rANSecondaryRATUsageReport/qosFlowsUsageReports

	Roaming QBC information
	Roaming QBC information
	/roamingQBCInformation

	Multiple QFI container
	Multiple QFI container
	/roamingQBCInformation

	Triggers
	Triggers
	/roamingQBCInformation/ triggers

	Trigger Timestamp
	Trigger Timestamp
	/roamingQBCInformation/ triggerTimestamp

	Time
	Time
	/roamingQBCInformation/ time

	Total Volume
	Total Volume
	/roamingQBCInformation/ totalVolume

	Uplink Volume
	Uplink Volume
	/roamingQBCInformation/ uplinkVolume

	Downlink Volume
	Downlink Volume
	/roamingQBCInformation/ downlinkVolume

	Local Sequence Number
	Local Sequence Number
	/roamingQBCInformation/ localSequenceNumber

	QFI Container information
	QFI Container information
	/roamingQBCInformation/ qFIContainerInformation

	QoS Flow Id
	QoS Flow Id
	/roamingQBCInformation/ qFIContainerInformation/qFI

	Time of First Usage
	Time of First Usage
	/roamingQBCInformation/ qFIContainerInformation/ timeofFirstUsage

	Time of Last Usage
	Time of Last Usage
	/roamingQBCInformation/ qFIContainerInformation/ timeofLastUsage

	QoS Information
	QoS Information
	/roamingQBCInformation/ qFIContainerInformation/ qoSInformation

	User Location Information
	User Location Information
	/roamingQBCInformation/ qFIContainerInformation/ userLocationInformation

	UE Time Zone
	UE Time Zone
	/roamingQBCInformation/ qFIContainerInformation/ uetimeZone

	Presence Reporting Area Information
	Presence Reporting Area Information
	/roamingQBCInformation/ qFIContainerInformation/ presenceReportingAreaInformation

	RAT Type
	RAT Type
	/roamingQBCInformation/ qFIContainerInformation/ rATType

	Report Time
	Report Time
	/roamingQBCInformation/ qFIContainerInformation/reportTime

	Serving Network Function ID 
	Serving Network Function ID 
	/roamingQBCInformation/ qFIContainerInformation/ servingNetworkFunctionID

	3GPP PS Data Off Status
	3GPP PS Data Off Status
	/roamingQBCInformation/ qFIContainerInformation/3gppPSDataOffStatus

	UPF ID
	UPF ID
	/roamingQBCInformation/uPFID

	Roaming Charging Profile
	Roaming Charging Profile
	/roamingQBCInformation/roamingChargingProfile

	Trigger 
	Trigger 
	/roamingQBCInformation/trigger/roamingChargingProfile

	Partial record method
	Partial record method
	/roamingQBCInformation/partialRecordMethod/roamingChargingProfile
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