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1
Decision/action requested

Please approve the proposed changes
Update requirements for Load Balancing Optimization Use Case , in view of the Study on Self-Organizing Networks (SON) for 5G, TR 28.861
2
References

[1]

3GPP TR 28.861 V1.0.0 (2019-09) Study on the Self-Organizing Networks (SON) for 5G networks

3
Rationale

4
Detailed proposal

1st Change 
6.6
Load Balancing Optimization 

REQ-LBO-1 LBO management and control function should have the capability to set and update the LBO targets and initiates the changes of virtualized resources for distribured LBO both in a service agnostic and in a service-specific way.
REQ-LBO-2 LBO management and control function should have the capability to activate or deactivate D-LBO function both in a service agnostic and in a service-specific way.
REQ-LBO-3 C-LBO function should have the capability to collect the load performance measurements and notifications needed for LBO function and to correlate them to individual sevice or service classes.
REQ-LBO-4 C-LBO function should have the capability to determine the actions, including the configuration of the handover and/or reselection parameters, and the initiation of changing virtualized resources, to optimize the traffic load distributions among neighbouring cells both in a service agnostic and in a service-specific way.
REQ-LBO-5 C-LBO function should have the capability to collect the performance measurements to evaluate the C-LBO performance for individual service or service classes.
End of changes 
