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	Reason for change:
	Based on Network Slicing management requirements of 22.261 subclause 6.1.2.2  and in order to facilitate for CHF to ensure required isolation between network slices it is proposed to include network slice identification in the query parameters information of HTTP/2 Requests. This allows for HTTP2/-level guiding of Nchf requests based on network slice identification to the appropriate resource in the CCS without decoding the JSON payload..

It is proposed to include nssai information as a quesry parameter in the  HTTP/2 request.

	
	

	Summary of change:
	Add nssai quesry parameter in HTTP/2 POST request

	
	

	Consequences if not approved:
	Further decoding of JSON payload required to perform NS guiding..
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[bookmark: _Toc20218233][bookmark: _Toc10814624][bookmark: _Toc20227256]6.1.3.2.3.1	POST
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	sNSSAIn/a
	Snssai
	O
	1
	Single Network Slice Selection Assistance Information



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ChargingDataRequest
	M
	1
	Parameters to create a new Charging Data resource. 



Table 6.1.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ChargingDataResponse
	M
	1
	201 Created
	The creation of a Charging Data resource is confirmed and a representation of that resource is returned.
The Charging Data resource which is created and returned successfully. The representation of created resource is identified via Location header field in the 201 response.

	n/a
	
	
	307 Temporary Redirect
	(NOTE 2)

	ChargingDataResponse
	M
	1
	400 
Bad Request
	(NOTE 2)

	ChargingDataResponse
	M
	1
	403
Forbidden 

	(NOTE 2)

	ChargingDataResponse
	M
	1
	404
Not Found 

	(NOTE 2)

	n/a
	
	
	405
Method Not Allowed 

	(NOTE 2)

	n/a
	
	
	408
Request Timeout

	(NOTE 2)

	n/a
	
	
	410 Gone
	(NOTE 2)

	NOTE 1:	In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [299] for the POST method also apply.
NOTE 2:	Failure cases are described in subclause 6.1.7.
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