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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
TS 28.310 Energy efficiency of 5G
3
Rationale

Two scenarios where the capacity booster cell is fully or partially overlaid by the candidate cell(s) have been agreed. Based on that, it is proposed to add requirements for capacity booster cell overlaid by candidate cell(s) in TS 28.310 [1].

4
Detailed proposal

This document proposes the following changes in TS 28.310 [1].

	1st Change


5.2.3
Requirements for energy saving
5.2.3.X
Requirements for capacity booster cell overlaid by candidate cell(s)
REQ-ESCOL-FUN-1: The management service producer responsible for energy saving should have the capability allowing its authorized consumer to configure the cell overlaid relations, and energy saving policies, and to enable or disable the function for a NR capacity booster cell to enter energy saving mode.

REQ-ESCOL-FUN-2: The management service producer responsible for energy saving should have the capability to send notifications to the authorized consumer to indicate the energy saving mode has been activated or deactivated in the NR capacity booster cell. 

REQ-ESCOL-FUN-3: The management service producer responsible for energy saving should have the capability allowing its authorized consumer to collect the traffic load performance measurements of NR capacity booster and candidate cells.

REQ-ESCOL-FUN-4: The management service producer responsible for energy saving should have the capability allowing its authorized consumer to request the NR capacity booster cell to enter the energy saving mode.

REQ-ESCOL-FUN-5: The management service producer responsible for energy saving should have the capability allowing its authorized consumer to deactivate the energy saving mode of a NR capacity booster cell.

REQ-ESCOL-FUN-X: The management service producer responsible for energy saving should have the capability allowing its authorized consumer to configure one or more related cells as the candidate cells to take over the coverage when the original NR capacity booster cell is going into energy saving mode.

REQ-ESCOL-FUN-Y: The management service producer responsible for energy saving should have the capability allowing its authorized consumer to configure the time period during which energy saving is allowed and/or not allowed in the NR capacity booster cells.

	End of change
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