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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1]
3GPP TR 28.812 Telecommunication management; Study on Scenarios for Intent driven management services for mobile networks v0.7.0.
3
Rationale

‘Area’ is a too general-purpose word to be used as a managed object in the network, it proposes to use domain-specific words as the names of the new abstract managed objects of IDO. For example, RANCluster can be used as a managed object for area-based radio access network, which expose a management service for the network resources (e.g. RAN NFs and Cells) within the area and realizes the automation of intra-cluster (e.g. self-configuration for provisioning and continuous self-optimization) for the network in the area. 
4
Detailed proposal

It is proposed to make the following changes to TR 28.812 [1].

	1st Change


6.3.2 
Intent Driven Object
Intent Driven Object provides the management object information according to intent requirements. An IntentDrivenObject is described by IntentDrivenObjectName and a limited set of attributes which are necessary to identify the object. 
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Intent Driven Object could be:

· Existing managed object with simplified attributes. For example, NetworkSlice can be reused as Intent Driven Object with part of attributes described in ServiceProfile (e.g. SST, maxNumberofUE, latency, geographical information) and Cell can be reused as Intent Driven Object with limited attributes (e.g. cellId, pci and frequency information). For another example, Subnetwork can be reused as Intent Driven Object with some common configuration information of underlying managed objects (e.g. frequency information, PCIList) for a high-level management.

· New abstract managed object. To enable area-based service or network deployment and optimization, a new managed object (e.g. 'RAN Cluster') may be introduced to represent the management aspect of the network element in a specific area. RAN Cluster represents a group of RAN Nodes and/or cells for specific management purposes.
The legal values of Intent Driven Object may be different for different types of intents. For Intent-CSCs, an example of Intent Driven Object is Communication Service. For Intent-CSPs, an example of Intent Driven Object is NetworkSlice. For Intent-NOPs, Intent Driven Object can be SubNetwork, RAN Cluster, Cell or MF.
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