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1
Decision/action requested

The group is asked to agree this contribution.
2
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3
Rationale

Support for ANR management in NG-RAN was documented in TS 28.861 [1]. This contribution adds specification level Use Case Stopping the ANR function for NG-RAN ANR.

The requirements are based on clause 5.2 in TS 32.511 [2] and attempt to mirror these requirements.

This contribution references requirements in contribution S5-196320 [3].

4
Detailed proposal

First change
6.4.1
Distributed SON management
6.4.1.b
ANR management
6.4.1.b.2
Stopping the ANR function
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal
	The goal is to make the ANR function in the gNB is disabled.
	

	Actors and Roles
	A MnS consumer of the MnS producer of D-SON management
	

	Telecom resources
	The MnS producer of D-SON management
The MnS consumer of D-SON management
gNB
	

	Assumptions
	
	

	Pre conditions
	The ANR function is active
	

	Begins when 
	The Use Case begins when the MnS consumer decides to disable the ANR function in a gNB.
	

	Step 1 (M)
	The MnS consumer disables the ANR function in the gNB.
	

	Ends when
	Ends when all steps identified above are completed or when an exception occurs.
	

	Exceptions
	One of the steps identified above fails and retry is unsuccessful.
	

	Post Conditions
	The ANR function in gNB is successfully disabled by the MnS consumer, or if unsuccessful, still enabled. All existing NCRs, whether created by ANR or otherwise are unaltered.
	

	Traceability
	REQ-NR_ANR-FUN-0h
	


End of changes
