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12.3	Generic performance assurance management service
12.3.X	RESTful HTTP-based solution set for integration with ONAP VES API
12.3.X.1	Mapping of operations
NOTE: this mapping is not part of the present document.
12.3.X.2	Mapping of notifications
12.3.X.2.1	Introduction
12.3.X.2.1.1	General
The 3GPP IS notifications are mapped to SS equivalents according to table 12.3.X.2.1.1-1.
Table 12.3.X.2.1.1-1: Mapping of 3GPP IS notifications to SS equivalents
	3GPP IS notifications
	HTTP Method
	Resource URI
	SQ

	notifyFileReady
	POST
	/eventListener
	M

	notifyFilePreparationError
	POST
	/eventListener
	M



12.3.X.2.1.2	Notification parameter mapping principles
3GPP performance assurance notification parameters are mapped either to:
- ONAP VES API commonEventHeader fields [21] – see Table 12.3.X.2.1.2-1, or to
- ONAP VES API perf3gpp fields – see mapping tables in the following clauses.
Table 12.3.X.2.1.2-1: Mapping of 3GPP IS notification parameters to ONAP VES common event header fields
	3GPP IS notification parameter name
	SQ
	Corresponding ONAP VES common event header field name
	SQ in ONAP VES common event header
	Remark

	no corresponding IS parameter
	N/A
	sourceId
	O
	

	notificationId
	M
	eventId
	M
	

	no corresponding IS parameter
	N/A
	eventName
	M
	See [23].

	eventTime
	M
	lastEpochMicrosec
	M
	Type conversion needed [21].

	no corresponding IS parameter
	N/A
	reportingEntityName
	M
	See [24].

	eventTime
	M
	startEpochMicrosec
	M
	Same value as lastEpochMicrosec.
Type conversion needed [21].

	no corresponding IS parameter
	N/A
	domain
	M
	“perf3GPP”

	no corresponding IS parameter
	N/A
	priority
	M
	Field not used by this solution set. Any type-compatible value [21] to be provided by the performance data file reporting MnS producer. Actual value out of scope of this document.

	no corresponding IS parameter
	N/A
	sequence
	M
	Field not used by this solution set. Actual value out of scope of this document. Value ‘0’ [21] to be provided by the performance data file reporting MnS producer. 

	no corresponding IS parameter
	N/A
	sourceName
	M
	Field not used by this solution set. Any type-compatible value [21] to be provided by the performance data file reporting MnS producer. Actual value out of scope of this document.

	no corresponding IS parameter
	N/A
	version
	M
	Version of the event header [21].

	no corresponding IS parameter
	N/A
	vesEventListenerVersion
	M
	Version of the VES Event Listener API [21].



The ONAP VES API commonEventHeader datatype consists of fields common to all events, as specified in [21].
NOTE 1: Table 12.3.X.2.1.2-1 has the following columns:
- 3GPP IS notification parameter name: name of the input parameter of the notification as specified in clauses of clause 11.3.1 of the present document;
- SQ: Support Qualifier for the notification input parameter, as specified in clauses of clause 11.3.1 of the present document;
- Corresponding VES common event header field name: name of the field of the VES common event header [21];
- SQ in ONAP VES common event header: specified in [21], where ‘M’ corresponds to ‘Required = Yes’ in [21], and ‘O’ corresponds to ‘Required = No’ in [21];

NOTE 2: In Table 12.3.X.2.1.2-1, some VES common event header fields have no corresponding IS parameter. In case those VES common event header field Support Qualifier is ‘M’ (as specified in [21]), the producer of the notification shall provide a value to these parameters. See column ‘Remark’ in Table 12.3.X.2.1.2-1.

NOTE 3: ONAP VES common event header fields which are both optional [21] and have no corresponding IS parameter are not listed in Table 12.3.X.2.1.2-1.

NOTE 4: The mapping tables in following clauses of clause 12.3.X have the following columns:
- 3GPP IS notification parameter name: name of the input parameter of the notification as specified in clauses of clause 11.3.1 of the present document;
- SQ: Support Qualifier for the notification input parameter, as specified in clauses of clause 11.3.1 of the present document;
- SS parameter name (Corresponding VES ‘perf3GPP’ domain field): name of the field in ‘perf3gppFields’;
- SQ: Support Qualifier in ‘perf3gppFields’. When the IS notification parameter Support Qualifier is ‘M’, this Support Qualifier is set to ‘M’. When the IS notification parameter Support Qualifier is ‘C’, this Support Qualifier is set to ‘O’. When the IS notification parameter Support Qualifier is ‘O’, this Support Qualifier is set to ‘O’.
12.3.X.2.2	Notification notifyFileReady
The 3GPP IS notification parameters are mapped to SS equivalents according to table 12.3.X.2.1.2-1 and to table 12.3.X.2.2-1.
Table 12.3.X.2.2-1: Mapping of IS notification parameters to SS equivalents in ‘perf3gppFields’
	3GPP IS operation parameter name
	SQ
	SS parameter name in ‘perf3gppFields’ – clause A.3.X
	SS parameter type
	SQ

	objectClass
objectInstance
	M
	dN
	dN-Type
	M

	notificationType
	M
	notificationType
(value = ‘notifyFileReady’)
	notificationType-Type
	M

	fileInfoList
	M
	fileInfoList
	array(fileInfo-Type)
	M

	additionalText
	O
	additionalText
	additionalText-Type
	O



12.3.X.2.3	Notification notifyFilePreparationError
The 3GPP IS notification parameters are mapped to SS equivalents according to table 12.3.X.2.1.2-1 and to table 12.3.X.2.3-1.
Table 12.3.X.2.3-1: Mapping of IS notification parameters to SS equivalents in ‘perf3gppFields’
	3GPP IS operation parameter name
	SQ
	SS parameter name in ‘perf3gppFields’ – clause A.3.X
	SS parameter type
	SQ

	objectClass
objectInstance
	M
	dN
	dN-Type
	M

	notificationType
	M
	notificationType
(value = ‘notifyFilePreparationError’)
	notificationType-Type
	M

	fileInfoList
	M
	fileInfoList
	array(fileInfo-Type)
	M

	reason
	M
	attributes
	reason-Type
	M

	additionalText
	O
	additionalText
	additionalText-Type
	O



12.3.X.3	Resources
12.3.X.3.1	Resource structure
Figure 12.3.X.3.1-1 shows the resource structure of the performance data file reporting MnS in the context of its integration with ONAP DCAE VES Collector R3 [22].
[image: ../../../../../_images/rest-resource.png]
Figure 12.3.X.3.1-1: Resource URI structure of the performance data file reporting MnS for integration with ONAP DCAE VES R3 [22]

Table 12.3.X.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 12.3.X.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method
	Description

	eventListener
	/eventListener
	POST
	Send notifications



12.3.X.3.2	Resource definitions
See [21].
12.3.X.4	Data type definitions
See clause 12.3.1.1.4.

	Next change



[bookmark: _Toc532542179]Annex A (normative): 
OpenAPI specification
[bookmark: _Toc532542181]A.3	Generic performance assurance management service
A.3.X	JSON schema of ‘perf3gppFields’ for integration with ONAP VES
{
  "perf3gppFields": {
    "description": "fields specific to 3GPP performance data reporting management service notifications for integration with ONAP VES",
    "type": "object",
    "properties": {
      "perf3gppFieldsVersion": {
        "description": "version of the perf3gppFields block",
        "type": "string",
        "enum": ["16.1"]
      },
      "provisioningMnSNotifications": {
        "oneOf": [
          {"$ref": "#/definitions/notifyFileReady-NotifType"},
          {"$ref": "#/definitions/notifyFilePreparationError-NotifType"}
        ]
      }
    },
  "definitions": {
    "notifyFileReady-NotifType": {
      "description": "fields specific to 3GPP notification NotifyFileReady",
      "type": "object",
      "properties": {
        "dN": {
          "$ref": "#/definitions/dN-Type"
        },
        "notificationType": {
          "$ref": "#/definitions/notificationType-Type"
        },
        "fileInfoList": {
          "type": "array",
            "items": {
              "$ref": "#/definitions/fileInfo-Type"
            }
        },
        "additionalText": {
          "$ref": "#/definitions/additionalText-Type"
        }
      },
      "additionalProperties": false,
      "required": [ "dN", "notificationType", "fileInfoList" ]
    },
    "notifyFilePreparationError-NotifType": {
      "description": "fields specific to 3GPP notification NotifyFilePreparationError",
      "type": "object",
      "properties": {
        "dN": {
          "$ref": "#/definitions/dN-Type"
        },
        "notificationType": {
          "$ref": "#/definitions/notificationType-Type"
        },
        "fileInfoList": {
          "type": "array",
            "items": {
              "$ref": "#/definitions/fileInfo-Type"
            }
        },
        "reason": {
          "$ref": "#/definitions/reason-Type"
        }
      },
        "additionalText": {
          "$ref": "#/definitions/additionalText-Type"
        }
      },
      "additionalProperties": false,
      "required": [ "dN", "notificationType", "fileInfoList", "reason" ]
    },
    "dN-Type": {
      "type": "string"
    },
    "notificationType-Type": {
      "type": "string",
      "enum": [
        "notifyFileReady",
        "notifyFilePreparationError"
      ]
    },
    "dateTime-Type": {
      "type": "string",
      "format": "date-Time"
    },
    "uri-Type": {
      "type": "string"
    },
    "long-Type": {
      "type": "string",
      "format": "long"
    },
    "fileInfo-Type": {
      "type": "object",
      "properties": {
        "fileLocation": {
           "$ref": "#/components/schemas/uri-Type"
        },
        "fileSize": {
           "$ref": "#/components/schemas/long-Type"
        },
        "fileReadyTime": {
           "$ref": "#/components/schemas/dateTime-Type"
        },
        "fileExpirationTime": {
           "$ref": "#/components/schemas/dateTime-Type"
        },
        "fileCompression": {
           "type": "string"
        },
        "fileFormat": {
           "type": "string"
        }
      }
    },
    "reason-Type": {
      "type": "string"
    },
    "additionalText-Type": {
      "type": "string"
    },
    "notificationId-Type": {
      "$ref": "#/components/schemas/long-Type"
    }
  }  
}

	End




image1.png
{serverRoot}

L

leventListener/v{apiVersion}

/eventbatch





