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[bookmark: _Toc4506721]6.2.1.5	Definition of QFI Container information
Multiple Unit Usage specific charging information used for 5G data connectivity QBC charging is provided within the QFI Container Information described in table 6.2.1.4.1. 
Table 6.2.1.4.1: Structure of QFI Container Information
	Information Element
	Category
	Description 

	QoS Flow Id

	M
	This field holds the QoS flow Identifier (QFI)

	Time of First Usage
	OC
	This field holds the Timestamp when the first transmitted IP packet of the service data flow matching the current QFI data container

	Time of Last Usage
	OC
	This field holds the Timestamp when the last transmitted IP packet of the service data flow matching the current QFI data container 

	QoS Information
	OC
	This field holds the QoS applied during the QFI data container interval

	User Location Information
	OC
	This field holds the user location during the QFI data container interval

	UE Time Zone
	OC
	This field holds the Time Zone of where the UE is located, during the QFI data container interval

	Presence Reporting Area Information
	OC
	This field holds the Presence Reporting Area Information of UE during the QFI data container interval.

	RAT Type
	OC
	This field holds the RAT type during the QFI data container interval

	Report Time
	OCM
	This field holds the Timestamp when the QFI data container was closed

	Serving Network Function ID 
	Oc
	Group of serving Network Function identifier.

	3GPP PS Data Off Status
	OCOC 
	This field holds the 3GPP Data off Status during the QFI data container interval



	End of change



