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	Reason for change:
	TS 23.501, clauses 5.27 and 5.28, define 5GS features that support time sensitive communication and allow the 5GS to be integrated transparently as a bridge in an IEEE TSN (Time Sensitive Network). 5GS logical TSN bridge management is also defined in TS 23.501 (clause 5.28) which, among others, defines which information needs to be included as part of 5GS bridge configuration.  For this purpose, PCF and UPF need to handle (read/write) several information objects, further refer to as “bridge managed objects” (BMOs), such as identity of the 5GS bridge or port numbers, capabilities of 5GS bridge, etc. For some of BMOs, OAM needs to provide rules e.g., for the purpose of QoS reporting towards the TSN system and mapping to 5GS QoS profiles or for bridge port management. Therefore, the information regarding support for according BMOs need to be part of the NRM of PCF and UPF.

	
	

	Summary of change:
	Add supportedBMOList attribute in PCFFunction and UPFFunction IOCs, respectively, and add related attribute definition. Further details such as the parameters of BMOs may be up to the vendor implementation. 

	
	

	Consequences if not approved:
	The 5GS integration with TSN, in particular the TSN Bridge Management as specificed in TS 23.501, clause 5.28., cannot be fully supported.
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	Start of 1st modification



[bookmark: _Toc10555716]5.3.5.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	sBIFQDN
	M
	T
	T
	F
	T

	sBIServiceList
	M
	T
	F
	F
	T

	sNSSAIList
	CM
	T
	T
	F
	T

	supportedBMOList
	O
	T
	T
	F
	T



	End of 1st modification


       
	Start of 2nd modification



[bookmark: _Toc10555706]5.3.3.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	pLMNIdList
	M
	T
	T
	F
	T

	nRTAClist
	M
	T
	T
	F
	T

	sNSSAIList
	CM
	T
	T
	F
	T

	supportedBMOList
	O
	T
	T
	F
	T



	End of 2nd modification



	Start of 3rd modification



5.4.1	Attribute properties

	[bookmark: _GoBack]Attribute Name
	Documentation and Allowed Values
	Properties

	aMFIdentifier
	The AMFI is constructed from an AMF Region ID, an AMF Set ID and an AMF Pointer. The AMF Region ID identifies the region, the AMF Set ID uniquely identifies the AMF Set within the AMF Region, and the AMF Pointer uniquely identifies the AMF within the AMF Set. (Ref. 3GPP TS 23.003 [13])
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetId
	It represents the AMF Set ID, which is uniquely identifies the AMF Set within the AMF Region.
allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	aMFSetMemberList
	It is the list of DNs of AMFFunction instances of the AMFSet. 

allowedValues: N/A
	type: DN
multiplicity: 1
isOrdered: N/A
isUnique: True
defaultValue: None
isNullable: False

	aMFRegionId
	It represents the AMF Region ID, which identifies the region.

allowedValues: defined in subclause 2.10.1 of 3GPP TS 23.003 [13].
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	localAddress 

	This parameter specifies the localAddress including IP address and VLAN ID used for initialization of the underlying transport.

First string is IP address, IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
Second string is VLAN Id (See IEEE 802.1Q [39]).
	type: String
multiplicity: 2
isOrdered: True
isUnique: N/A
defaultValue: None
isNullable: False


	remoteAddress
	Remote address including IP address used for initialization of the underlying transport.

IP address can be an IPv4 address (See RFC 791 [37]) or an IPv6 address (See RFC 2373 [38]).
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False


	nfProfileList
	It is a set of NFProfile(s) to be registered in the NRF instance. NFProfile is defined in 3GPP TS 29.510 [23].
	type: <<dataType>>
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nSIIdList
	It is a set of NSI Id. The NSI ID is defined in subclause 6.1.6.2.8 of 3GPP TS 29.531 [24]. 
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sNSSAIList
	See subclause 4.4.1.
	

	sBIFQDN
	It is used to indicate the FQDN of the registered NF instance in service-based interface, for example, NF instance FQDN structure is:
nftype<nfnum>.slicetype<sliceid>.mnc<MNC>.mcc<MCC>.3gppnetwork.org

	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	sBIServiceList
	It is used to indicate the all supported NF services registered on service-based interface.
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	nRTACList
	It is the list of Tracking Area Codes (either legacy TAC or extended TAC). 

allowedValues:
Legacy TAC and Extended TAC are defined in clause 9.3.3.10 of TS 38.413 [5].
	type: Integer
multiplicity: 1..*
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	weightFactor
	The weight factor is typically set according to the capacity of local node (AMF) relative to other nodes in the same type. And it is used to achieve load balancing among a set of same type of network functions. (Ref. 3GPP TS 23.501 [2])
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	supportedBMOList
	It is used to indicate the list of supported BMOs (Bridge Managed Objects) required for integration with TSN system.
	type: String
multiplicity: *
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False




	End of 3rd modification



