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1
Decision/action requested

The meeting is asked to agree this contribution
2
References

[1]
3GPP TR 28.861 Study on the Self-Organizing Networks (SON) for 5G networks v1.0.0

[2]
3GPP TS 32.511 Automatic Neighbour Relation (ANR) management; Concepts and requirements
3
Rationale

Support for ANR management for NG-RAN was developed in TR28.861 [1]. The current contribution adds specification level requirements for inter-RAT ANR from E-UTRAN to NG-RAN. 

Requirements for inter-RAN ANR from E-UTRAN to other RATs were documented in clause 5.2.5.2 in TS 32.511 [2]. This contribution attempts to supplement those requirements for inter-RAN ANR from E-UTRAN to NG-RAN.

4
Detailed proposal

First change
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[X]
3GPP TS 32.511: " Telecommunication management; Automatic Neighbour Relation (ANR) management; Concepts and requirements"
Next change
6.1.b
ANR management in E-UTRAN for NG-RAN
E-UTRAN already has support for ANR management, with requirements in TS 32.511 [X] clause 5.2.5. The requirements below amend those requirements for NG RAN support.
The business level requirements in section 5.1 are decomposed into the following specification level requirements, applicable for E-UTRAN:

REQ-NR_ANR -FUN-0a
The MnS producer shall support a capability allowing a MnS consumer to request that HO is allowed from source E-UTRAN cell to target NG-RAN cell.
REQ-NR_ANR-FUN-0b
The MnS producer shall support a capability allowing a MnS consumer to request that HO is prohibited from source E-UTRAN cell to target NG-RAN cell.
REQ-NR_ANR-FUN-0c
The MnS producer shall support a capability allowing a MnS consumer to request that HO is allowed from source E-UTRAN cell to target NG-RAN cell and that no other entity than an MnS consumer can remove that request. This is termed as HO white-listing.

REQ-NR_ANR-FUN-0d
The MnS producer shall support a capability allowing a MnS consumer to request that HO is prohibited from source E-UTRAN cell to target NG-RAN cell and that no other entity than an MnS consumer can remove that request. This is termed as HO black-listing.

End of changes
