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1
Decision/action requested

The meeting is asked to agree this contribution
2
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3
Rationale

Support for ANR management in NG-RAN was documented in TS 28.861 [1]. This contribution adds business level requirements for NG-RAN ANR.
The requirements are based on clause 5.1 in TS 32.511 [2] and attempts to mirror these requirements.

Note that requirement REQ-NR_ANR-CON-00e adds a possibility to have NCRs from E-UTRAN to NG-RAN, in addition to the possibilities described in TS 32.511 [2] clause 5.1.
4
Detailed proposal

First change
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[U] 
3GPP TS 32.511: " Telecommunication management; Automatic Neighbour Relation (ANR) management; Concepts and requirements"

Next change
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ANR
Automatic Neighbour Relation

NCR
Neighbor Cell Relation
NG-RAN
Next Generation Radio Access Network
Next change
5.1.1
Distributed SON management
REQ-NR_ANR-CON-00b
For NG-RAN ANR management, the initial status of a newly created NCR by the ANR function to a NG-RAN cell shall be such that HO is allowed, X2 or Xn connection setup is allowed, and the NCR is allowed to be removed by the ANR function in the gNB.
REQ-NR_ANR-CON-00c
NG-RAN ANR management shall support NCRs from NG-RAN to NG-RAN and from NG-RAN to E-UTRAN.
REQ-NR_ANR-CON-00d
For E-UTRAN ANR management, the initial status of a newly created NCR by ANR function to a NG-RAN cell shall be such that HO is allowed, X2 connection setup is allowed, and the NCR is allowed to be removed by the ANR function in the eNB.
REQ-NR_ANR-CON-00e
E-UTRAN ANR management shall support NCRs from E-UTRAN to NG-RAN, in addition to support to other technologies, described in TS 32.511 [U] clause 5.1.
End of changes
