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	Reason for change:
	The subscribers for UDM include “registered subscribers” and “unregistered subscribers”,so it’s necessary to add “Unregistered subscribers measurement” to make the measurements more complete.

	
	

	Summary of change:
	Add “Mean number of unregistered subscribers through UDM” and “Maximum number of unregistered subscribers through UDM” in clause 5.6.

	
	

	Consequences if not approved:
	The current measurement only about registered subscribers for UDM would be incomplete.
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	1st Modified Section


5.6.x
Mean number of unregistered subscribers through UDM
a)
This measurement provides the mean number of unregistered state subscribers to UDM per network slice instance
b)
SI
c)
This measurement is obtained by sampling at an unified interval the number of unregistered subscribers in an UDM and then taking the arithmetic mean. The measurement is splitted into subcounters per NSI identifier (S-NSSAI).
d)
A single integer value

e)
UnregisteredSubUDMNbrMean
f)
UDMFunction
g)
Valid for packet switching

h)
5GS
	2nd Modified Section


5.6.x
Maximum number of unregistered subscribers through UDM
a)
This measurement provides the maximum number of unregistered state subscribers to UDM per network slice instance
b)
SI
c)
This measurement is obtained by sampling at an unified interval the number of unregistered subscribers in an UDM and then taking the maximum. The measurement is splitted into subcounters per NSI identifier (S-NSSAI).
d)
A single integer value

e)
UnregisteredSubUDMNbrMax
f)
UDMFunction
g)
Valid for packet switching

h)
5GS
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