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1
Decision/action requested

Please approve the proposed changes
Add requirements for PCI Configuration Use Case, in view of the Study on Self-Organizing Networks (SON) for 5G, TR 28.861
2
References

[1]

3GPP TR 28.861 V1.0.0 (2019-09) Study on the Self-Organizing Networks (SON) for 5G networks

3
Rationale

4
Detailed proposal

1st Change 
6.4
PCI Configuration

PCI-OPT-CON-1 The MnS of performance assuranceshould have a capability to collect the information related to PCI collision or PCI confusion.
PCI-OPT-CON-2 The MnS of performance assuranceshould have a capability to provision the PCIs of one or more NR cells.
PCI-CONFIG-3 The MnS of provisioning should have a capability to set the list of PCI values for a NR cell.
PCI-CONFIG-4 The MnS of provisioning should have a capability to activate or deactivate the distributed PCI configuration function for a NR cell. 
REQ-ANRO-5
The PCI configuration function should be able to request and receive the descriptions of the neighbor relationship between two cells expressed as the degree of neighbourliness and its center of overlap
REQ-ANRO-6
The PCI configuration function should be able to determine and resolve PCI confusions and collisions across layers in scenarios where multi cell layers apply distinct PCI sub-ranges
End of changes 
