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[bookmark: _Toc20227332][bookmark: _Toc20218326][bookmark: _Toc10814724]6.1.6.3.6	Enumeration: TriggerType
Table 6.1.6.3.6-1: Enumeration TriggerType
	Enumeration value
	Description
	Applicability

	QUOTA_THRESHOLD
	the quota threshold has been reached
	

	QHT
	the quota holding time specified in a previous response has been hit (i.e. the quota has been unused for that period of time)
	

	FINAL
	a service termination has happened
	

	QUOTA_EXHAUSTED
	the quota has been exhausted
	

	VALIDITY_TIME
	the credit authorization lifetime provided from CHF has expired
	

	OTHER_QUOTA_TYPE
	usage reporting of the particular quota type indicated in the used unit container where it appears is that, for a multi-dimensional quota, one reached a trigger condition and the other quota is being reported.
	

	FORCED_REAUTHORISATION
	a Server initiated re-authorization procedure, i.e. receipt of notify service operation
	

	UNIT_COUNT_INACTIVITY_TIMER
	the unit count inactivity timer has expired
	

	ABNORMAL_RELEASE
	PDU session has abnormal released.
	

	QOS_CHANGE
	[bookmark: _GoBack]In request message, this value is used to indicate that OoS QoS change (i.e. 5qi, maxbrUl, maxbrDl, gbrUl and gbrDl) has happened.
In response message, this value is used to indicate that a change of authorized QoS shall cause the service consumer to ask for a re-authorization of the associated quota.
	

	VOLUME_LIMIT
	Volume limit has been reached.
	

	TIME_LIMIT
	Time limit has been reached
	

	EVENT_LIMIT
	Event limit has been reached
	

	PLMN_CHANGE
	PLMN has been changed.
	

	USER_LOCATION_CHANGE
	In request message, this value is used to indicate that User location has been changed.
In response message, this value is used to indicate that a change in the end user location shall cause the service consumer to ask for a re-authorization of the associated quota
	

	RAT_CHANGE
	In request message, this value is used to indicate that RAT type has been changed.
In response message, this value is used to indicate that a change in the radio access technology shall cause the service consumer to ask for a re-authorization of the associated quota
	

	UE_TIMEZONE_CHANGE
	In request message, this value is used to indicate that UE timezone has been changed.
In response message, this value is used to indicate that a change in the time zone where the end user is located shall cause the service consumer to ask for a re-authorization of the associated quota.
	

	TARIFF_TIME_CHANGE
	Tariff time change has happened.
	

	MAX_NUMBER_OF_CHANGES_IN CHARGING_CONDITIONS
	Max number of change has been reached
	

	MANAGEMENT_INTERVENTION
	Management intervention
	

	CHANGE_OF_UE_PRESENCE_IN PRESENCE_REPORTING_AREA
	In request message, this value is used to indicate that Change of UE presence in PRA has happened.
In response message, this value is used to indicate a request of reporting the event that the user enters/leaves the area(s) as indicated in the presenceReportingArea Attribute
	

	CHANGE_OF_3GPP_PS_DATA_OFF_STATUS
	In request message, this value is used to indicate that Change of 3GPP PS Data off status has happened. 
In response message, this value is used to indicate that a change in the 3GPP PS Data off status shall cause the service consumer to ask for a re-authorization of the associated quota
	

	SERVING_NODE_CHANGE
	A serving node (e.g., AMF) change in the NF Consumer
	

	REMOVAL_OF_UPF
	A used UPF is removed
	

	ADDITION_OF_UPF
	A new UPF is added.
	

	START_OF_SERVICE_DATA_FLOW
	A Service Data Flow has started
	

	HANDOVER_CANCEL
	The handover is canceled.
	

	HANDOVER_START
	The handover is start.
	

	HANDOVER_COMPLETE
	The handover is completed.
	

	ECGI_CHANGE
	In request message, this value is used to indicate that ECGI has been changed.
In response message, this value is used to indicate that a change in the end user location shall cause the service consumer to ask for a re-authorization of the associated quota
	

	TAI_CHANGE
	In request message, this value is used to indicate that TAI has been changed.
In response message, this value is used to indicate that a change in the end user location shall cause the service consumer to ask for a re-authorization of the associated quota
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